ZFORT E° MemBER REPORT  Level, 4 Ply Flush L/360 PA!
g 4 piece(s) 13/4" x 11 7/8" 2.0E Microllam® LVL
o o,
Overall Length. 17' 8 7 7 ‘ AL
+ +
] 0
| E., 16' 10" E
. 1 A
f CLR SpAmd 8
Al locatians are measured from the outside face of left support (or left cantilever end).All dimenslons are horizontal.;Drawing Is Conceptual
as S al; 0| 10 Ul a attel System : Floor
Member Reaction (Ibs) 6551 @ 2" 10413 (3.50") | Passed (63%) - |1,0 D + 1,0 L (All Spans) Member Type : Flush Beam
Shear (Ibs) 5587 @ 1'3 3/8" 15794 Passed (35%) 1.00 | 1.0 D + 1.0 L (All Spans) Bullding Use : Residential
Moment (Ft-Ibs) 27442 @ 8' 8 1/2" 35696 Passed (77%) | 1.00 | 1.0 D + 1.0 L (All Spans) Bullding Code : IBC 2015
Live Load Defl. (in) 0.578 @ 8'8 1/2" . 0.569 passed (L/355) | -- | 1.0 D + 1.0 L (All Spans) Design Methodology : ASD
| Total Load Defl. (In) 0.776 @ 8'8 1/2" 0,854 Passed (L/264) | -- |1.0D + 1.0 L (All Spans)

* Deflection criteria: LL (L/360) and TL (L/240).
* Bracing (Lu): All compression edges (top and bottom) must be braced at 17' 2 1/2" ofc unless detalled otherwise. Proper attachment and positioning of lateral
bracing is required to achleve member stability.

o 1a) ) X ,
1 - Stud wall - SPF 3.50" 3,50" 220" 1674 4877 6551 Blocking
2 - Stud wall - SPF 3.50" 3,50" 2.20" 1674 4877 6551 Blocking

» Blocking Panels are assumed to camy no loads applied directly above them and the full load is applled to the member being designed,

0 - Self Weight (PLF) 175" N/A 24.2
4 - Uniform (PSF) 0to 17 5" (Front) 14' 12,0 40,0 xle;(;enllal - Living

@ SUSTAINABLE FORESTRY INITIATIVE

Weyerhaeuser warrants that the sizing of its products will be In accordance with Weyerhaeuser product design criterfa and published design values,

i Weyerhaeuser expressly disclaims any other warranties related to the software, Refer to current Weyerhaeuser literature for installation detalls,
(www.woodbywy.com) Accessorles (Rim Board, Blocking Panels and Squash Blocks) are not designed by this software, Use of this software Is not intended to

| clrcumvent the nead for a design professional as determined by the authority having furisdiction, The designer of record, bullder or framer is responsible to

| assure that this calculation Is compatible with the overall project. Products manufactured at Weyerhaeuser facllltles are third-party certified to sustainable

1 forestry standards, Weyerhaeuser Englneered Lumber Products have been evaluated by ICC ES under technical reports ESR-1153 and ESR-1387 and/or tested In

J accordance with applicable ASTM standards, For current code evaluation reports refer to hitp://www.woodbywy.com/services/s_CodeReports.aspx.

The product application, Input design loads, dimenslons and support Information have been provided by Rufus Deering - John
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ZFO RTE’ MEMBER REPORT  Level, 4 Ply Flush L/360 PA!
: 4 piece(s) 1 3/4" x 11 7/8" 2.0 Microllam® LVL
e i
Overall Length: 17' S e 071816
+ +
0 V]
| ' 16' 10" j
i 1
GLR SpAN g
Al locations are measured from the outside face of left support (or left cantilever end).All dimenslons are horizontal.;Drawing Is Conceptual
' 8 \Ctual 0 1] binatiol ttar System : Floor
Member Reaction (Ibs) 6551 @ 2" 10413 (3.50") | Passed (63%) - |1.,0 D + 1,0 L (All Spans) Member Type : Flush Beam
Shear (Ibs) 5587 @ 1'3 3/8" 15794 Passed (35%) 1,00 { 1.0 D + 1.0 L (All Spans) Bullding Use : Residential
Moment (Ft-lbs) 27442 @ 8' 8 1/2" 35696 Passed (77%) 1.00 | 1.0 D + 1.0 L {All Spans) Bullding Code : 18C 2015
Live Load Defl. (In) 0578 @ 8'8 1/2" . 0.569 Passed (1./355) -- 11.0D + 1.0 L (All Spans) Design Methodology : ASD
@al Load Defl, (In) 0.776 @ 8'8 1/2" 0.854 Passed (L/264) - {1.0D + 1.0 L (All Spans)

* Deflection criteria: LL (L/360) and TL (L/240).
* Bracing (Lu): All compression edges (top and bottom) must be braced at 17' 2 1/2" ofc unless detafled otherwlse, Proper attachment and positioning of lateral
bracing Is required to achleve member stabllity.

0 vailal o0 ots rle
1 - Stud wall - SPF 3.50" 3.50" 2.20" 1674 4877 6551 Blocking
2 - Stud wall - SPF 3,50" 3,50° 2,20" 1674 4877 6551 | Blocking

» Blocking Panels are assumed to camy no loads applied directly above them and the full load is applied to the member belng deslgned.

loadsi B sjdll
0 - Self Welght (PLF) Oto17'5"
1 - Uniform (PSF) 0to 17' 5" (Front)

Resldential - Living

40.0 Areas

4 IR N -. )

fWeyerhael Notes} Y L 24 . e A @ SUSTAINABLE FORESTRY INITIATIVE
Weyerhaeuser warrants that the sizing of its products will be in accordance with Weyerhaeuser product design criterfa and published design values.
Weyerhaeuser expressly disclaims any other warranties related to the software, Refer to current Weyerhaeuser literature for installation detalls.
(www.woodbywy.com) Accessorles (Rim Board, Blocking Panels and Squash Blocks) are not designed by this software, Use of this software Is not Intended to
clrcumvent the need for a design professional as determined by the authority having {urisdiction. The deslgner of record, bulkler or framer Is responsible to
assure that this calcufation Is compatible with the overall project. Products manufactured at Weyerhaeuser facllities are third-party certified to sustainable
forestry standards. Weyerhaeuser Engineered Lumber Products have been evaluated by ICC ES under technical reports ESR-1153 and ESR-1387 and/or tested in
accordance with applicable ASTM standards, For current code evaluation reports refer to http://www.woodbywy,com/services/s_CodeReports.aspx.

The product application, input deslgn loads, dimenslons and support information have been provided by Rufus Deering - John
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@ F 0 R T E ®» MEMBER REPORT  Level, 3 Ply Flush L/360 PAS
3 piece(s) 1 3/4" x 11 7/8" 2.0E Microllam® LVL

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Overall Length: 15' 9" ate.  07/18/16

E ) 15" 2

All locations are measured from the outside face of left support (or left cantilever end).All dimensions are horizontal.;Drawing Is Conceptual

[ ast v ation(Patier System : Floor
Member Reaction (Ibs) 5876 @ 2" 7809 (3,50") |Passed (75%) | -- |1.0D +1.01 (All Spans) Member Type : Flush Beam
Shear (Ibs) 4920 @ 1'3 3/8" 11845 Passed (42%) | 1.00 | 1.0 D + 1.0 L (Al Spans) Bullding Use : Residential
Moment (Ft-ibs) 22169 @ 710 1/2" 26772 Passed (83%) [ 1.00 [1.0 D + 1.0 L (All Spans) Building Code : 18C 2015
Live Load Defl. (In) 0.517 @ 7 10 1/2" 0.514 Passed (L/358) | -- |1.0D + 1.0L (All Spans) Design Methodology : ASD
Total Load Defl. (In) 0.688 @ 7' 10 1/2" 0.771 Passed (L/269) | - |1.0 D + 1.0 L (All Spans)

* Deflection criteria: LL (1/360) and TL (L/240).
+ Bracing (Lu): AX compression edges (top and bottom) must be braced at 12' 1/16" o/c uness detalled otherwlise, Proper attachment and positioning of lateral
bracing Is required to achleve member stability.

OI L 1 7 i o ota
1 - Stud wall - SPF 3.50" 3.50" 2.63" 1466 4410 5876 Blocking
2 - Stud wall - SPF 3.50" 3.50" 2,63" 1466 4410 5876 Blocking

« Blocking Panels are assumed to carty no loads applied directly above them and the full load Is applied to the member being designed.

glbi
I 0.90 (1.00 Cd
0 - Self Welght (PLF) Oto 15 9" N/A 18.2
1 - Uniform (PSF) 0to 15' 9" (Front) 19' 12.0 40,0 isilgentlal = Living

Notes) : o

Weyerhasuser warrants that the sizing of its products witl be in accordance with Weyerhaeuser product design ariteria and published design values.
Weyerhaeuser expressly disclaims any other warranties related to the software. Refer to current Weyerhaeuser literature for Installation detalls,
(www.woodbywy.com) Accessorles (Rim Board, Blocking Panels and Squash Blacks) are not designed by this softy Use of this soft is not Intended to
circumvent the need for a design professional as determined by the authority having jurisdiction. The designer of record, bullder or framer Is responsible to
assure that this calculation Is compatible with the overall project, Products manufactured at Weyerhaeuser facilities are third-party certified to sustainable
forestry standards. Weyerhaguser Engineered Lumber Products have been evaluated by ICC ES under technical reports ESR-1153 and ESR-1387 and/or tested in
accordance with applicable ASTM standards. For current code evaluation reports refer to hitp://www.woodbywy.com/services/s_CodeReports.aspx,

The product application, input deslgn loads, dimensions and supgort Information have been provided by Rufus Deering - John

.
> = = @ SUSTAINABLE FORESTRY INITIATIVE
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(]
ZFORTE © MEMBER REPORT  Level, 4 Ply Flush L % PA!
4 piece(s) 1 3/4" x 11 7/8" 2.0E Microllam® LVL LJ .
Overall Length: 15' 9" pate: 0711816
+ +
0 0
'lll
All locations are measured from the outslde face of left support (or left cantilever end).All dimensions are horizontal,;Drawing Is Conceptual
o A Comblnation (Pattey System : Floor
Member Reaction (lbs) 5924 @ 2" 10413 (3.50") | Passed (57%) - 110D + 1.0 L (All Spans) Member Type : Flush Beam
Shear (lbs) 4960 @ 1' 3 3/8" 15794 Passed (31%) 1.00 | 1,0 D + 1,0 L (All Spans) Bullding Use : Residential
Moment (Ft-lbs) 22349 @ 7' 10 1/2" 35696 Passed (63%) 1,00 { 1.0 D + 1,0 L (All Spans) Bullding Code : 18C 2015
Live Load Defl. (in) 0,387 @ 7' 10 1/2" 0.385 Passed (L/478) -~ |1.0D + 1,0 L (All Spans) Deslgn Methodology : ASD
Total Load Deft. (in) 0,520 @ 7' 10 1/2" 0.771 Passed (L/356) - 11,0 D + 1.0 L (Al Spans)

* Deflection criteria: LL (L/480) and TL (L/240),

+ Bracing (Lu): AN compression edges (top and bottom) must be braced at 15' 9" o/c unless detalled otherwlse, Proper attachment and positioning of lateral
bracing s required to achleve member stability.

bl Ul got!
1 - Stud wall - SPF 3,50" 3.50" 1,99" 1514 4410 5924 Blocking
2 - Stud wall - SPF 3,50" 3.50" 1.99" 1514 4410 5924 Blocking

« Blocking Panels are assumed to carry no loads applied directly above them and the full load is applied to the member belng designed.

Noens

0 - Self Weight (PLF) 0to 15 9" NA | 242
4 - Uniform (PSF) 0to 15' 8" (Front) 14 12,0 400 | Resental-Living

L : o @susmmmeronssmvnNmAnve

cts will be In accordance with Weyerhaeuser product design criterfa and published design values,
Weyerhaeuser expressly disclaims any other warranties related to the software. Refer to current Weyerhaeuser literature for installation detalls.
(www.woodbywy.com) Accessories (RIm Board, Blocking Panels and Squash Blacks) are not designed by this software, Use of this software Is not Intended to
clrcumvent the need for a design professional as determined by the authority having jurisdiction, The deslaner of record, bullder or framer Is respornsible to
assure that this calculation Is compatible with the overall project, Products manufactured at Weyerhaeuser facilitles are third-party certifled to sustalnable
forestry standards, Weyerhaeuser Engineered Lumber Products have been evaluated by ICC ES under technical reports ESR-1153 and ESR-1387 and/or tested In
accordance with applicable ASTM standards. For current code evaluation reports refer to http://www.woodbywy.com/services/s_CodeReparts.aspx.

The product application, input design loads, dimenslons and support Information have been provided by Rufus Deering - Jofin
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% F 0 R T E ® MEMBER REPORT Level, 3 Ply Flush PA!
3 piece(s) 1 3/4" x 11 7/8" 2.0E Microllam® LVL ’/ (,t 70
Cian R,
Overall Length: 14' 1 7 . 0711816
+ +
0 0
13| 6" j
a
All Iocations are measured from the outside face of left support (or left cantllever end).All dimensions are horlzontal,;Drawing Is Conceptual
! 3 catior lowet 0 on(Pattern System : Floor
Member Reactlon (lbs) 5254 @ 2" 7809 (3.50") | Passed (67%) -- |10 D + 1,0 L (All Spans) Member Type : Fiush Beam
Shear (Ibs) 4298 @ 1'3 3/8" 11845 Passed (36%) {1.00|1.0 D + 1,0 L (All Spans) Bullding Use : Residential
Moment (Ft-ibs) 17634 @ 7' 1/2" 26772 Passed (66%) | 1.00 | 1.0 D + 1.0 L (All Spans) Building Code : IBC 2015
Live Load Defl. (in) 0332@ 7' 1/2" 0.344 Passed (L/497) -- 110D + 1.0 L (All Spans) Design Methodology : ASD
Total Load Defl. (in) 0.442 @ 7' 1/2" 0.688 Passed (L/373) ~ |1.0D + 1,0 L (All Spans)

* Deflection criteria: LL (L/480) and TL. (L/240).
+ Bracing (Lu): All compression edges (top and bottom) must be braced at 14' 1" ofc unless detailed otherwlse, Proper attachment and positioning of lateral
bracing Is required to achleve member stability,

1 - Stud wall - SF T 3.50" 3.50" 2.35 1311 3943 5254
2 - Stud wall - SPF 3.50" 350" 235" 1311 3943 5254 Blocking
« Blocking Panels are assumed to carry no loads applied directly above them and the full load Is applied to the member belng designed.

ributa D loorLlv
Loa cationi(Side Width 0.90 1.00)= | Comman
0 - Self Welght (PLF) Oto14'1" N/A 18,2
1 - Uniform (PSF) 0to 14' 1* (Front) 19 12,0 400 ﬁg":“"a' - Living

WOTREREES

P
@ SUSTAINABLE FORESTRY INITIATIVE

Weyerhaeuser warrants that the sizing of Its products will be In accordance with Weyerhiaeuser product design criteria and published deslgn values.
Weyerhaeuser expressly disclaims any other warranties related to the software, Refer to current Weyerhaguser literature for installation detalls,
(www.woodbywy,com) Accessorles (Rim Board, Blocking Panels and Squash Blocks) are not designed by this software, Use of this software s not intended to
circumvent the need for a design professional as determined by the authority having jurisdiction, The designer of record, bullder or framer Is responsible to
assure that this calculation Is compatible with the overall project. Products manufactured at Weyerhaeuser fadllities are third-party certified to sustalnable
forestry standards. Weyerhaeuser Englneered Lumber Products have been evaluated by ICC ES under technical reports ESR-1153 and ESR-1387 and/or tested in
accordance with applicable ASTM standards, For current code evaluation reports refer to http://www.woodbywy,com/services/s_CodeReports.aspx,

The product application, Input design loads, dimenslons and support Information have been provided by Rufus Deering - John
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