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Built up beam


See Plan for Footing


3 1/2" od concrete filled
steel pipe post, typical

Simpson Strong-Tie Post Cap


Size per manufacturer's recommendations


Top of footing min 1/2" below

bottom of basement slab


Typical Basement Post

Not to Scale


Simpson base plate - install per

manufacturer's instructions 

NOTCH BEAM FOR MUDSILL IF REQUIRED.

(max. notch equals 1/4 depth of beam)


1/2" AIR SPACE

BEAM


SHIMS TO LEVEL BEAM

VAPOR BARRIER


3" MIN

BEARING

SURFACE FOR

WOOD BEAM


FOUNDATION WALL


Beam Pocket

Scale 1/2"=1'-0"
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(2) 2x10 Header
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Sill Delta, see notes


Fin Floor to

Opening, min 2'-0"


Second Floor 

First Floor


Basement Drive/Walk Out
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Purpose of story pole is to

demonstrate compliance with 20 ft

exterior maximum and 24" interior

minimum.


Sill Delta - distance from bottom of

frame to window opening.  Sill

Delta Varies from 2¾" to 4" in most


brands.  Confirm Sill Delta with

window manufacturer. 

Dimensions shown apply to typical

Double Hung windows.  Manually

adjust dimensions where alternate

brand/type chosen and/or planned

foundation or framing height differ

from these drawings.
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Window Story Pole

Scale ¼"=1'-0"


Bulkhead


NOTE: See Roof Plan for roof pitches and overhangs


Minimal Rake @ Rear Dormer Minimal Rake @ Rear Dormer


Trim - nominal 1x12


Posts under deck can be solid 4x4 up

to 48" in height, solid 6x6 PT for

higher decks.  Consult Artform for

decks higher than 8 ft off grade.


Foundation steps and/or

use of cripple walls may be

added to suit grade.


Typical Step down Deck Detail

Attached to Wood Wall (see detail) 

False Rake


Rear Elevation

Builder may relocate bulkhead to suit building

site.  Basement egress is required.  Builder may

substitute other code conforming egress, such

as window with egress window well


5" Corner Boards


D08-6068


W08 @ 84.75"


W07 @ 84.75"
W07 @ 84.75"


Foundation steps and/or use

of cripple walls may be added

to suit grade.


Left Elevation 

NOTE: See Roof Plan for

roof pitches and overhangs


D03-3068


W06 @ 84.75"
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for construction only at: 

Lot 1 Morning Star Avenue, Portland , ME

by or for Patco Construction, Inc. 

for construction only at:


Lot 1 Morning Star Avenue, Portland , ME

by or for Patco Construction, Inc.


Issued for:


Construction


603.431.9559


Your  use of these drawings constitutes an acceptance of

responsibility as outlined in "Dear Code Officer" on the first

page of these drawings, and on our web site:

 http://www.artformhomeplans.com/TermsConditions.a5w


If you have any concerns or questions, please feel free to

contact us.  We are happy to clarify matters that fall within our

scope, as listed on the first page.  We can also often provide

affordable support for issues that are your responsibility, such

as energy design/calcs, or additional detailing.
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