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DOUG

CANDAGE

BUILDER


THE ROMA

RESIDENCE


PORTLAND, ME


 T.O.W.

100'-0"


4" POURED CONCRETE

FLOOR SLAB

ELEVATION 99'-4"

PITCH TOWARD DOORS


4" POURED CONCRETE

FLOOR SLAB

ELEVATION 92'-6"


12" DIAMETER POURED

CONCRETE FOUNDATION

PIER WITH INTEGRAL

FOOTING


4" DIAMETER

STEEL COLUMN

6" X 8" BEARING PLATE

3'-0" X 3'-0" X 1'-0"

POURED CONCRETE

COLUMN FOOTING


CELLAR

SASH


BEAM

POCKET 

FOUNDATION PLAN 
1/4"=1'-0"


(3) 2" X 10" 

T.O.W.

100'-0"


T.O.W.

100'-0"


t.o.w.

100'-0"


FOUNDATION NOTES

1. ALL FOOTINGS SHALL BE PLACED ON UNDISTURBED SOIL HAVING A


    MINIMUM BEARING CAPACITY OF 3000 LBS PER SQUARE FOOT


2. NO FOOTING SHALL BE PLACED IN WATER OR ON FROZEN SOIL.


3. ALL EXTERIOR FOOTINGS SHALL BE A MINIMUM OF 4'-0" BELOW FINISHED GRADE.


4. A MINIMUM OF 6" COMPACTED GRAVEL OR STONE SHALL BE PLACED UNDER ALL


    POURED CONCRETE SLABS.


5. ALL POURED CONCRETE SHALL HAVE A MINIMUM 28 DAY


    COMPRESSIVE STRENGTH OF 3000 LBS PER SQUARE INCH.


6. ALL POURED CONCRETE FOUNDATIONS SHALL BE IN ACCORDANCE WITH


    INTERNATIONAL RESIDENTIAL CODE R401-R408


7. DO NOT BACKFILL AGAINST WALL UNTIL CONCRETE HAS REACHED ITS DESIGN


    STRENGTH AND WALLS ARE ADEQUATELY BRACED.


8. DAMPPROOFING IS TO BE PLACED IN STRICT ACCORDANCE WITH


    MANUFACTURERS SPECIFICATIONS.


9. FOOTINGS PLACED ON FILL TO BE ENGINEERED BY OTHERS
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2" X 10" P.T. LEDGER

1/2" LAG SCREW @

12" O.C.


DECK LATERAL LOAD

CONNECTION

PER IRC502.2.2.3


Smoke

Detector


CO

Detector


UNDISTURBED SOIL


2'-0" X 1'-0"

POURED CONCRETE

FOUNDATION FOOTING 

COATED DAMPPROOFING


8" THICK

POURED CONCRETE

FOUNDATION WALL


4" POURED CONCRETE

FLOOR SLAB OVER

6" MINIMUM COMPACTED

GRAVEL OR STONE


F
-

1


F-1


SECTION 
1"=1'-0" 

2


2



1/2" ANCHOR BOLT

WITH NUT AND WASHER

6'-0" O.C. MINIMUM


8" THICK

POURED CONCRETE

FOUNDATION WALL


COATED  DAMPPROOFING


4" POURED CONCRETE

FLOOR SLAB OVER

6" MINIMUM COMPACTED

GRAVEL OR STONE


2'-0" X 1'-0"

POURED CONCRETE

FOUNDATION FOOTING


UNDISTURBED SOIL


SECTION 
1"=1'-0" F-1 

1 

1

F-1


MINIMUM HORIZONTAL

STEEL REINFORCEMENT

PER TABLE r404.1.2


MAX  12"


#4 STEEL BAR


#4 STEEL BAR


midpoint


midpoint


62'


13' 21' 3' 9'-6" 3' 9'-6" 3'


28'


24' 

1'-6" 
9' 9'


1'-6"


3'


1' 

52'


18'-6"


3'-6"


30'


24' 

14'


14'


62'


54' 5'-4" 2'-8"


23'

3" 

4'-6" 4'-6" 4'-6"

3" 

5' 

4'-9"


3"


5'


4'-9"


3"


32' 

4'


7'-8"


15'-6"


9'-2"


CELLAR

SASH


CELLAR

SASH


CELLAR

SASH


3'-6"


7'-3" 7'-3" 7'-3" 7'-3" 7'-3" 7'-3" 7'-3" 7'-3" 4'


(2) 2" X 10"


(2) 2" X 10"


BEAM

POCKET


BEAM

POCKET 

6'-4"


T.O.W.

98'-8"


T.O.W.

100'-0"


T.O.W.

100'-0"


T.O.W.

100'-0"


t.o.w.

100'-0"


t.o.w.

100'-0"


t.o.w.

100'-0"


T.O.W.

98'-8"


T.O.W.

98'-8"


T.O.W.

98'-8"


 T.O.W.

100'-0"


(3) 2" X 10"


6'-6"


(2) 2" X 10"


12" DIAMETER POURED

CONCRETE FOUNDATION

PIER WITH INTEGRAL

FOOTING


04/20/16


