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EXTRA_ STRENGTH FILTER FABRIC
NEEDED WITHOUT WIRE MESH SUPPORT:

IF PONDING IS ANTICIFATED OR OCCURS
DOUBLE NUMBER OF STAKES FOR SUPPORT. Ny

ATTACH FILTER FABRIC
SECURELY TO UPSTREAM
SIDE OF POST

WIRE SUPPORT FENCE
6’ (1.8m) MAXIMUM SPACING WITHOUT
WIRE SUPPORT FENCE

NOTE: PRE—FABRICATED SILT FENCE IS ACCEPTABLE IF INSTALLED PER MANUFACTURER.
STEEL OR WOOD POST
\Iw% (1m) HIGH MAX.
— PONDING HEIGHT
PONDING HEIGHT

3/4” (20mm)
| /S~ CLEAN STONE

LU 3. Mmt\em. !
i, ”
(TYP) STORAGE _E ............. & (200mm)
72" MIN, R 72" MIN,
(300mm)

4%6” (100 X 150mm)
TRENCH WITH COMPACTED

BACKFILL
LEDGE, FROZEN GROUND, HEAVY ROOTS

BLACK REINFORCED RUBBER
HOSE (ABOVE FIRST BRANCH)

THREE STRANDS OF #10 GAUGE
TWISTED GALVANIZED STEEL WIRE

2"x2" HARDWOOD STAKE
DRIVE AT ANGLE & DRAW VERTICAL
(3 STAKES PER TREE)

BRIGHT COLOR FLAGGING

TREE SHALL BE SET 2"
ABOVE FINISHED GRADE

4" PINE BARK MULCH
SLOPE TO FORM 3” HIGH SAUCER

INSTALL WEED CONTROL FABRIC
UNDER MULCH.

PLANT BACKFILL MIXTURE
UNTIE AND ROLL BACK BURLAP
FROM 1/3 OF ROOT BALL (MIN.)
IF_SYNTHETIC WRAP IS USE
REMOVE COMPLETELY.

9" COMPACTED TOPSOIL

TYPICAL STREET TREE PLANTING
NOT TO SCALE

TRENCH DETAIL

INSTALLATION WITHOUT TRENCHING

PLANTING SCHEDULE

NOJES:

1. SILT FENCE SHALL BE PLACED ON SLOPE
CONTOURS TO MAXIMIZE PONDING EFFICIENCY.

2. INSPECT AND REFAIR FENCE AFTER EACH
STORM EVENT AND REMOVE SEDIMENT WHEN
NECESSARY. 9" NNNNU.SS\ MAXIMUM
RECOMMENDED STORAGE HEIGHT.

3. REMOVED SEDIMENT SHALL BE DEPOSITED
TO AN AREA THAT WILL NOT CONTRIBUTE
SEDIMENT OFF=SITE AND CAN BE PERMANENTLY
STABILIZED.

4. DO NOT PLACE SILT FENCE IN STREAMS OR
CONCENTRATED FLOW CONDITIONS.

\(__FILE: SILTFENC

SILT FENCE

QUANTITY

BOTANICAL NAME

COMMON NAME SIZE

2 *

ACER RUBRUM ’'RED SUNSET *

RED SUNSET MAPLE * 6’-7

*THE SPECIES OF STREET TREES SHALL BE SELECTED FROM THE CITY OF PORTLAND
RECOMMENDED STREET TREE LIST (2014). TREES SELECTED FOR PLANTING SHALL VARY, MORE
THAN ONE SPECIES SHALL BE PLANTED ALONG PAMELA ROAD.

REVISIONS: | BY: DATE: CHANGES:

1 SMA 9/7/17 | ISSUED FOR CITY REVIEW

Drawing Name:

LOT #37 THE VESTA CORPORATION

Project Name and Location:

RESIDENTIAL GRADING PLAN
PAMELA ROAD, PORTLAND, MAINE 04101
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