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SolarEdge Single Phase Inverters

for North America

SE3000H-US / SE3800H-US / SE5000H-US / SE6000H-US /
SE7600H-US

INVERTE
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Single Phase Inverters for North America
SE3000H-US / SE3800H-US / SE5000H-US / SE6000H-US/ SE7600H-US

SE3000H-US SE3800H-US SE5000H-US SE6000H-US SE7600H-US

OUTPUT
_Rated ACPower Output | 3000 3800 ... 5000 6000 ... 7600 VA .
_Max. AC Power Output 3000 o 3800 . 5000 o 6000 ... 7600 ] VA .
_AC Output Voltage Min-Nom.-Max. (183 - 208 -229) | SOTVURTRUN ISR wURUUURRTS FOUUUR o SUUUUUUUINN IOUUURRO RUUUUUUOUR B Vac
_ACOutput Voltage Min.-Nom-Max. (211-240-264) | o o o o oo Vac
_ACFrequency (Nominal) L 59.3-60-60.5" Hz
. Maximum Continuous Output Current 208V~ | - UUUURRUIR R SUUSUURURRN FUR 24 SUUTRUUURRY PSR SUUTRRUURN I A
. Maximum Continuous Output Current 240V | 125 | 6 21 25 32 A

GFDI Threshold 1 A

Utility Monitoring, Islanding Protection,
Country Configurable Thresholds
INPUT

Maximum DC Power

Nighttime Power Consumption
ADDITIONAL FEATURES
Supported Communication Interfaces

Rapid Shutdown - NEC 2014 and 2017 690.12
STANDARD COMPLIANCE

Automatic Rapid Shutdown upon AC Grid Disconnect

UL1741, UL1741 SA, UL1699B, CSA C22.2, Canadian AFCl according to T.I.L. M-07

mF.CC Parf 15 Class B

Emissions

INSTALLATION SPECIFICATIONS
AC Output Conduit Size / AWG Range

0.75-1” Conduit / 14-6 AWG

. Dimensions with Safety Switch (HXWxD) | 17.7x146x6.8 /450x370x174 . in/mm_
_ Weight with Safety Switch 22/10 | 251/114 | 262/119 | lb/ke
Noise <25 [ <50 | dBA
Natural
convection and
Cooling Natural Convection internal fan

(user

() For other regional settings please contact SolarEdge support

) A higher current source may be used; the inverter will limit its input current to the values stated
() Revenue grade inverter P/N: SExxxxH-USOOONNC2

@ power de-rating from 50°C

©5)-40 version P/N: SExxxxH-USOOONNU4

@ RoHS
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