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SPACE AND BULK REQUIREMENTS — C40 ZONE GENERAL NOTES GENERAL NOTES (continued)
1. TOPOGRAPHIC DATA AND EXISTING CONDITIONS ARE BASED UPON A GROUND SURVEY CONDUCTED BY . "
MINIMUM LOT SIZE: 6,000 S.F. 11 THE PURPOSE OF THE "DO NOT DISTURB AREA(S)” IS TO PRESERVE, IN ITS NATURAL CONDITION, THE
TITCOMB ASSOCIATES AND DESIGN PLANS BY GORRILL—PALMER CONSULTING ENGINEERS. VEGETATION AND NATURAL TOPOGRAPHY OF THE AREA(S). THE FOLLOWING ARE PROHIBITED WITHIN THE "DO NOT
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MINIMUM LOT WIDTH: 50 FT.
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OF THE OWNER OR THEIR REPRESENTATIVES AT NO ADDITIONAL COST TO THE OWNER. PERIODIC SITE INSPECTION FOR ADHERENCE TO ALL REQUIRED EROSION AND SEDIMENTATION CONTROL
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CONSTRUCTED AND LOCATED AS DEPICTED ON THE APPROVED SITE PLAN AND 7. LOT OWNER IS RESPONSIBLE FOR LAYOUT AND EXTENSION OF ELECTRIC SERVICE, COORDINATE WITH CMP. PRIOR TO REMOVAL OF EROSION CONTROL MEASURES
FURTHER APPROVAL FROM THE PLANNING AUTHORITY. 8. THE LOT SHALL BE PROVIDED WITH AT LEAST TWO (2) TREES MEETING THE CITY'S ARBORICULTURE
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9. EQUIVALENT STREET TREE SHALL INCLUDE RETENTION OF EXISTING TREES OF SAME OR GREATER CALIPER.
10. ALL WORK SHALL BE DONE IN CONFORMANCE WITH THE CITY OF PORTLAND TECHNICAL STANDARDS, SECTION
VIl EROSION AND SEDIMENTATION CONTROL STANDARDS FOR SINGLE AND TWO FAMILY HOMES.
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