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FLOORING TILES

4" CONCRETE SLAB WITH PEX TUBING
AND HEAT CRETE PROODUCT EMBEDDED

CONCRETE RATED MOISTURE BARRIER

2" RIGID EXTRUDED POLYSTYRENE
INSULATION UNDER SLAB W/ 6" RIP 
AROUND PERIMETER OF SLAB
BACKFILL FOUNDATION WITH 
GRAVEL COMPACTED BEFORE
INSULATION IS INSTALLED

8" CONCRETE (2000 LB TEST)
FND. WALL W/ REBAR AT 
12" VERT. SPACING 

18" W x 12" H CONCRETE
(2000 LB TEST) FTG. W/ REBAR
AT 12" HORIZ. SPACING 
B.O. FTG. = 4'-0" BELOW GRADE

FOUNDATION DRAIN: INSTALL 4" 
PERFORATED DRAINPIPE SLOPED 
TO DAYLIGHT. BACKFILL
WITH 3/4" (MIN.)  RIVER ROCK

ADDITION FND WALL AND SLAB
SCALE:  3/4"=1'-0"5

AREA OF CHANGE: FTG. DEPTH WAS
REDUCED TO 4'-0"  BY CONTRACTOR.
THIS FIELD CONDITION WAS APPROVED 
BY THE CITY OF PORTLAND
AND DOCUMENTED BY DHA-ARCHITECT

RECORD                  6/7/13

FROM ORIGINAL DWG. A3- SECTION / DETAILS

REVISED FOOTING DEPTH
SCALE:  1/4"=1'-0" SK-1

ADDITION TO:
GIANCOTTI RESIDENCE

192 HOPE  LANE 04103
PORTLAND,  MAINE ISSUED FOR:                              DATE

SKETCH NO. 

DAVID HEMBRE - ARCHITECT
45 CASCO STREET

PORTLAND, MAINE 04103
(207) 699-2688


