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GENERAL NOTES:

1. REMOVE ALL EXISTING DIFFUSERS & BRANCH
DUCTS, EXCEPT IN LOBBY/PUBLIC AREAS.

2. DIFFUSER BRANCH DUCT SIZES SHALL BE
EQUAL TO DIFFUSER CONNECTION SIZE.

3. DIRECT OUTERMOST SLOT OF LINEAR SLOT
DIFFUSER AT EXTERIOR WALL; REMAINDER OF |
SLOTS TO BE SET TO PROJECT AIRFLOW
ALONG CEILING & AWAY FROM EXTERIOR
WALL WINDOWS.

4. ALL NEW CONTROL WIRING TO BE PLENUM
RATED.

5. ALL EXISTING FIRE DAMPERS (TO REMAIN):
DISCONNECT FIRE DAMPER FUSE AND
OPERATE DAMPER WITH NORMAL SYSTEM AIR
FLOW TO INSURE PROPER DAMPER u
OPERATION. VISUALLY INSPECT, TEST, AND
CONFIRM FOR EACH EXISTING FIRE DAMPER.
VISUALLY INSPECT AND CONFIRM THAT EACH
FIRE DAMPER IS PROPERLY SEALED AND
INSTALLED TO MAINTAIN PROPER FIRE
SEPARATION AND INTEGRITY. NOTIFY
PROJECT ENGINEER IMMEDIATELY OF ANY
AND ALL MALFUNCTIONING FIRE DAMPERS OR
IMPROPER INSTALLATIONS. RESET ALL FIRE
DAMPERS AT CONCLUSION OF TESTING OF

- B

EXTG. EADUCT DN TO REMAIN

REMOVE EXTG. EXHAUST FAN EACH DAMPER. i
AND ALL ACCESSORIES INCL.
CURB. EF-1TO BE PLACED IN 6. ALL EXISTING DUCTS SCHEDULED TO REMAIN
EXISTING LOCATION. "AS-IS". CLEAN ALL EXISTING SUPPLY AIR,
CONTRACTOR TO COORDINATE | B ROOETOP UNIT. W/ BYPASS RETURN AIR & EXHAUST AIR DUCTWORK.
SR Y507/ DAMPER DETAL (TYP.) CERTIFIED TO PERFORM CLEANNG AND |/
FOR NEW, LARGER CURB.
FOLLOW CURRENT NADCA STANDARDS.
CLEANING SHALL BE COMPLETED PRIOR TO
/ FINAL AIR BALANCING. PROVIDE INSULATED &
| | GASKETED ACCESS DOORS FOR DUCT
/ \ | | | ACCESS DURING CLEANING. REPARAND/OR |
REPLACE ANY DETERIORATED OR DAMAGED
W\N\ DUCT LINER OR FLEXIBLE DUCT.
- ACCU-E
i . 7 7. EXISTING ELECTRIC RESISTANCE HEAT &
RTU-3A w ¥ U & RTU-2B ASSOCIATED THERMOSTATS SHALL REMAIN
- AS IS, H
_' - _
N\\W\\M‘ / G \\ _IOI_

8. TAG & LABEL ALL NEW HVAC EQUIPMENT &

— ———— e D E— L EXISTING CONCRETE CONTROL DEVICES.
Av#/ G _ 4 ACOUSTICAL WALL
EF-3E (=] 1 \l\ SCREEN TO REMAIN (TYP.) 9. ALL EXTG. DUCT SMOKE DETECTORS TO |
=Tt %Q W\N& REMAIN. CLEAN & TEST TO CONFIRM PROPER
¥ MAINTAIN SERVICE OPERATION. NOTIFY OWNER/ENGINEER OF
] ANY NONOPERABLE DEVICES.
RIL-1A w 9 % RTU-1B CLEARANCE

TECHNICAL NOTES:

@ EXISTING CURB TO REMAIN. ADAPTER CURB
FOR NEW UNIT TO BE INSTALLED ON TOP OF
EXTG. CURB. FIELD VERIFY AND COORDINATE
NEW RTU & CURB ADAPTERS WITH EXISTING

| — 16x16 EADN

B4
_ ("8 "\ NATURAL GAS PIPING

SCHEMATIC (TYP.)

@ BUILDING CONTROL

T~ REMOVE EXTG. EXHAUST FAN

ROOF CURB LOCATIONS AND CONSTRUCTION,
Z wwm%rwwmmeMMw_rwwm_%_r_/__ AS REQUIRED FOR PROPER INSTALLATIONAND |
g % M-501/ SYSTEM SCHEMATIC D . TO MEET MANUFACTURERS REQUIREMENTS
= o RTU-2A EXISTING LOCATION. FOR OPERATION AND MAINTENANCE
4 CONTRACTOR TO COORDINATE .
ROOF WORK AS NECESSARY
FOR NEW, LARGER CURB.
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SA & RADUCTSTO CURRENT ISSUE_STATUS:
BELOW - SEE THIRD
FLOOR PLAN FOR DUCT
SIZES. (TYP))
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MARTIN'S POINT HEALTH CARE
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