GPS ANTENNA
(BY PCTEL)

COLLAR BRACKET
MOUNT KIT (BY PCTEL)

1%"9 SCH. 40 x 18"
MIN. SS OR GALV. PIPE——

PROP. NUT

PROP. PIPE TO PIPE CLAMP

PROP. LOCK NUT
(ANDREWS P/N: BC—20-10)

PROP. 12.7mmX254mm‘/
THREADED ROD

~-———PROP. ICE BRIDGE POST

1. THE GPS ANTENNA MOUNT IS DESIGNED TO FASTEN TO A STANDARD 1"-1%" DIAMETER
GALVANIZED STEEL OR STAINLESS STEEL PIPE. THE PIPE MUST NOT BE THREADED AT
THE ANTENNA MOUNT END. THE PIPE SHALL BE CUT TO THE REQUIRED LENGTH USING
A HAND OR ROTARY PIPE CUTTER TO ASSURE A SMOOTH AND PERPENDICULAR CUT.
THE CUT PIPE END SHALL BE DEBURRED AND SMOOTH IN ORDER TO SEAL AGAINST THE
NEOPRENE GASKET ATTACHED TO THE ANTENNA MOUNT.

2. THE MOUNTING PLATE SHALL BE FASTENED AS SHOWN AND ATTACHED TO THE
APPROPRIATE SUPPORT STRUCTURE USING U-BOLTS. THE SUPPORT PIPE SHALL THEN
BE ATTACHED TO THE MOUNTING PLATE USING THE OVERSIZE U-BOLTS PROVIDED TO
ALLOW ADJUSTMENT. IT IS CRITICAL THAT THE GPS ANTENNA IS MOUNTED WITHIN 2
DEGREES OF VERTICAL AND THE BASE OF THE ANTENNA IS WITHIN 2 DEGREES OF LEVEL.

GPS MOUNTING DETAIL /1
SCALE: NTS U

e r< < - - -

—~——PROP. SNAP-IN
HANGER

PROP. COAX/HYBRID CABLES ON
PROP. WAVEGUIDE LADDER, UTILIZE
ANDREWS SNAPSTACK HANGERS

(SEE PLAN FOR QUANTITY & SIZE.
DOUBLE STACK, AS REQUIRED.)

TOWER MEMBER

PROP. J-HOOK -
SEE DETAIL 4/A-3

PROP. ANDREWS
SNAPSTACK STACKABLE
SNAP—IN HANGERS

(P/N SSH-158)
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~———— PROP. FACE MOUNTED
WAVEGUIDE LADDER
ASSEMBLY FOR SS TOWER
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CABLE LADDER

DETAIL /5

SCALE: 3/4"=1'-0"

A-3

GPS/GSM ANTENNA MOUNTED TO

ICE BRIDGE/CABLE TRAY POST

EXTENSION, MITH MOUNTING

BRACKET TP P/N: FD-061342-00

AND U-BOLT P/N: 3066T33. TOP OF

GSM ANTENNA TO BE 12'-0" AGL: N

PIPE CAP

1/2" COAX AND GROUND ATTACHED
TO PIPE EXTENSION WITH STANDOFF
KIT, MICROFLECT #B2126 OR EQUAL——

3 1/2"¢ SCHEDULE 40 PIPE

ANTENNA MOUNTED AT 12’-0" AGLJ

EXTENSION FOR E91 GPS/GSM

3/8" U-BOLTS
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12"

ICE BRIDGE SUPPORT AND
12" CHANNEL, MICROFLECT
B-501 OR EQUAL

3 1/2"¢ SCHEDULE 40 SUPPORT
POST AND BRACKET ASSEMBLY

BY MICROFLECT, INC. OR EQU _/
(MAX. SPACING 10'-0" 0.C.)

EXTENDED T TRANSMISSION LINE
HANGER BRACKET BY PIROD,
INC. OR EQUAL. MAXIMUM
HORIZONTAL AND VERTICAL

SPACING IS 4'-0" 0O.C. K

ANCHORED INTO CONCRETE
EQUIPMENT PAD,/TOWER/
MONOPOLE FOUNDATION

W/ 5/8"% HILT-KWK
BOLTS 4 TOTAL
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12'-0" DIRECT BURIAL PIPE COLUMN, MICROFLECT B273 OR EQUAL

<——7'—1" DIRECT BURIAL PIPE COLUMN, MICROFLECT B130 OR EQUAL —=
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_J = ‘
< T 3 L
[} _ — p— p— —_
J “ Ell's\WalSsEIEIELE]
(E)CONCRETE PAD ~> z| & 12
al | A = g =
B ESERE
(I I| o N
A K -
S

SECTION AT —

ICE BRIDGE/CABLE TRAY
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SCALE: 3/4"=1"—
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1/2"¢ J-BOLT

P

L 2X2x1/4" /|/
/ CABLE LADDER
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L 2X2X3/16"X1 1/2"
LONG STANDOFF BRACKET
W/ 1/2"% BOLT

(E)TOWER HORZ.
OR DIAGONAL MEMBER

1/47X2" LADDER
ATTACHMENT BRACKET

NOTE:
1. FIELD DRILL 9/16”¢ HOLE IN ANGLE AS REQUIRED.

") HOOK DETAIL

SCALE: 3"= A-3
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