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CLEAN COARSE SAND
AS APPROVED BY
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TO MATCH EXISTING -

THICKNESS OR AS SHOWN
ON DESIGN DRAWING—S/
18" ROAD GRAVEL

PAVED AREAS, GRAVEL
ROADS, DRIVEWAYS OR
SHOULDERS, SEE SPECS.

BACKFILL WiTH
EXCAVATED -MATERIAL -OR
SELECT BACKFILL AS
DIRECTED BY ENGINEER

SELECT BACKFILL

SIDE, OF TRENCH MAY
BE SLOPED BACK IN
UNPAVED AREAS ONLY

VARIABLE AMOUNT
ACCORDING TO PIPE

\ DEPTH

PIPE SIZE AS NOTED

"ON PLANS

GRANULAR BASE

s

1/2" 0.0. + s"j1 /2" 0.D. + &

/2.0.D. + 12"

/2 0D, + 12"

3'-0" MIN.

TRENCH SECTION
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MATCH PROPOSED PAVEMENT,
STRUCTURE OR LOAM AND SEED

AS REQUIRED

PLASTIC MARKER TAPE FLACED
IN CENTER OF TRENCH

\TRENCH WIDTH SHALL
BE MAINTAINED TO TOP
OF SELECT BACKFILL

NOTE:
e~ BRACING AND SHEETING OR

OTHER TRENCH PROTECTION
.TO BE PROVIDEE TO MEET
APPLICABLE STATE AND
0.5.H.A. SAFETY
STANDARDS. ALL SUCH
TRENCH PROTECTION TO BE
- RESPONSIBILITY OF
CONTRACTOR.
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NOTES:

1. FIPE DIAMETERS MAY VARY, SEE TYFICAL PIPE TRENCH
DETAIL. THIS SHEET.

2. WHERE 30° MINIMUM ANGLE BETWEEN SEWER CONNECTION
AT THE SEWER MAIN AND THE VERTICAL CANNOT BE
MAINTAINED, PROVIDE A PRECAST SEWER CHIMNEY.

3, IF STAKE IS CUT OFF FLUSH OR SLIGHTLY BELOW GRADE,

PROVIDE MIN., OF TWO 16d. GALV. SPIKES DRIVEN INTO TOP OF
2" x 4" TO PROVIDE METAL DETECTABILITY.

HORIZONTAL SANITARY &
STORM DRAIN CONNECTION

NOT TO SCALE

TYPE K COPPER
GOOSENECK

-ONE TO THREE
SERVICE TAP THREADS SHOWING

(3/4" AND 1" C.C. THREAD)

CORPORATION STOP (SEE SPECS.)

(TYPE K) COPPER

GOOSENECK

SERVICE _SADDLE
(1-1/2" AND 2" C.C. THREAD)

6 FLUSH TO
FINISH GRADE

SERVICE BOX
W/ ROD

INSTALL CURB STOP
PER PCRTLAND WATER
DISTRICT STANDARDS
WITHIN R.O.W.

COPPER OR BRASS
CORPORATICN STOP

TYI:’IQA'I= SERVICE CONNECTION

NOT TO SCALE

STEVE HARDING, PE6633

4" DEPTH OF
3/4" CRUSHED STONE
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