
Level 1

0' - 0"


Roof Plan Detail

10' - 0"


2x6 B.W. W/ 5/8"

SHEATHING W/ DBL TOP

AND BOT PLATES TYP

UNO.


2x6 @ 16" O.C. RAFTERS W/ 3/4"

SHEATHING, SLOPED PER ARCH.


H2.5a HURRICANE CLIPS @

RAFTER BEARING -TYP UNO.


GALV. HSS6x6x1/2" FRAME

HSS TO

CAP PLATE


3/8" 12"


3/8" 12"


14" x 10" x 3/4" CAP PLATE


EXISTING CMU WALL TO REMAIN


(2) SIMPSON L50 -TYP

EACH STUD TO HSS

FRAME
(2) 1/4" DIAM SELF TAPPING SELF


DRILLING SCREWS THROUGH DBL

BOT PLATE @ 16" O.C. INTO HSS

FRAME


HSS6x6x1/2" STUB ON 3/8" BENT

PLATE CAP ON EXISTING CMU


3/8" THICK x 12" LONG BENT

PLATE CAP OVER EXISTING CMU

BLOCK WALL.


(6) 1/4" DIAM x 6" TAPCONS INTO EXISTING CMU

WALL. VERIFY SOLID GROUTED AND

REINFORCED WALL PRIOR TO

CONSTRUCTION.


6"


12" VIF


6"


0' - 10"


W12x40 COL


3/4" CHAMFERED EDGE

@ T.O. PILASTER.


3/4" THICK x 10" WIDE x 22"

LONG BASEPLATE W/ (6) 7/8"

DIAM HOLES FOR (6) 3/4" DIAM

ANCHOR RODS (14" EMBED W/

DBI NUTS AND WASHERS)


0' - 10"


0' - 8 1/2"


0' - 0"


-0' - 6"


THICKEN 4" SLAB ON GRADE TO 6"

@ CIP CONC STEM WALL BEYOND


NEW FOOTING W/ (2) #4

CONT. SEE PLAN


0' - 5 1/2"


8" CIP CONC STEM WALL BEYOND

W/ (2) #5 CONT. @ TOP, BOT, AND

MID.


8" CIP CONC STEM WALL BEYOND

W/ (2) #5 CONT. @ TOP, BOT, AND

MID.


2x4 @ 16" O.C. WALL BEYOND

HUNG BELOW HSS FRAME W/ (2)

1/4" DIAM SELF TAPPING SELF

DRILLING SCREWS THROUGH

DBL


2x4 @ 16" O.C CEILING

FRAMING.


P.T. 2x4 LEDGER FASTENED TO

EXISTING CMU WALL W/ (2) TAPCON

SCREWS @ 12" O.C. MAX


H2.5a @ EACH STUD


2X6 LEDGER FASTENED

TO 2x WALL  FRAMING

W/ (2) 1/4"x3" SDS

SCREWS.


1' - 10"


0
' -

 1
0
"


0' - 2 1/2"


0' - 11"


3/4" NON-SHRINK GROUT.


BLOCK AND RUN

SHEATHING CONT. PASSED

OUTSIDE OF HSS FRAME.


DBL WALL PLATE BEARS

ON HSS6x6x1/2" MEMBER

BEYOND


TAPERED INSUL.

VIF


EXISTING ENTRYWAY

FRAMING TO REMAIN.


2x
6 


RAFT
ERS 
@

 
16
" 
O.C.


NEW 2x6 @ 16" O.C.

BEARING WALL BELOW -

TYP UNO


2x6 LEDGER ATTACHED

TO 2x BEARING WALL

SEE SECTION.


3/4" ROOF SHEATHING -

TYP.


EXISTING PARAPET

AND CANT. CANOPY

BELOW TO REMAIN

WHERE POSSIBLE.


EXISTING FRAMING

BELOW TO REMAIN.

TAPERED INSULATION

AS REQUIRED, SEE

ARCH.


2x6 @ 16" O.C. BEARING

WALL BELOW


1


S201


LUS26 HANGER -TYP @

RAFTER TO LEDGER

CONNECTIONS.  SEE

SECTION


2x6 LEDGER ATTACHED

TO 2x BEARIGN WALL

SEE SECTION.


EXISTING FRAMING BELOW TO

REMAIN.  TAPERED INSULATION

AS REQUIRED, SEE ARCH.


2x6 @ 16" O.C.

BEARING WALL ABOVE


GALV HSS 6x6x1/2"

FRAME


W12x40 COL W/ CAP

PLATE BELOW.


CMU BLOCK

WALL BELOW


-TYP

1/4"


1/4"


-TYP

1/4"


1/4"

2x6 BEARING WALL RUNS

CONT. PASSED OUTSIDE

OF HSS RING.  -TYP (3)

SIDES UNO


HSS FRAME WELDED TO COL CAP

PLATE BELOW.  SEE SECTION


2x4 @ 16" O.C. CURTAIN

WALL BELOW HUNG FROM

UNDERSIDE OF HSS. SEE

SECTION


1


S201


2x6 BEARING WALL

BEARS ON HSS TUBE

THIS SIDE ONLY


BEARING WALL

SUSPENDED BY L50

SIMPSON CLIPS.  SEE

SECTION


GALV HSS 6x6x1/2"

INTERMEDIATE

SUPPORT


HSS6x6x1/2" STUB

BELOW


HSS6x6x1/2" STUB

BELOW
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MKL


3/4" = 1 '-0"

1


Section 1


3/8" = 1 '-0"

2


High Roof


3/8" = 1 '-0"

3
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