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SEE ROOF PLAN DETAIL & HIGH

ROOF PLAN DETAIL, THIS  SHEET.


NEW 2x6 FRAMED BOX PARAPET ON

HSS FRAME BEARING ON EXISTING

CMU WALL AND NEW WF COL. SEE

DETAILS


EXISTING CMU WALL
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S201


EXISTING PARAPET TO

REMAIN WHERE POSSIBLE


2x10 @ 12" OC. W/ LUS28 HGR

AND LSTA18 STRAPS OVER

TOP.  SHEATH W/ 3/4" OSB.


5' - 0"


3
' -

 0
"


THRU BOLT (2) 5/8" DIAM GALV

BOLTS THRU 9 1/4" LVL

LEDGER OVER POLY AND

CMU WALL @ 16" O.C. MAX.


GROUT HM FRAME

SOLID @ EACH SIDE


EXISTING

EXTERIOR WALL


CONT. J-BEAD &

SEALANT EA. SIDE


ANCHOR FRAME INTO

EXISTING FWALL, EACH SIDE.

DRILL HOLES INTO EXISTING

MASONRY UNITS TO RECEIVE

ANCHOR BOLTS, FILL VOIDS

WITH GROUT.


SHIM
1X STRAPPING
NEW GWB INFILL. FEATHER

JOINTS BETWEEN NEW &

EXST. ADJ. GWB


BACKER ROD

& SEALANT


2X STUD @

EXST. WALL


SILL SEALER


SEE MTL. SIDING MFGR.'S

INSTALLATION DETAILS FOR

CORNER CONDITIONS, TYP.


DOOR - SEE SCHEDULE

FOR TYPE


1


S201


6
' -

 0
"


5' - 0" 10' - 11"


1'-8" WIDE x 10" DEEP

FOOTING W/ (2) #4 CONT.


1'-5" x 2'-6" PILASTER W/ (6) #5

VERTS AND #4 TIES @ 12" O.C.


1
' -

 5
"


2' - 6"


8" CIP CONC STEM WALL W/

(2) #4's @ TOP, BOT, & MID.

AND #4 VERTS @ 32" O.C.


T.O. SLAB -TYP UNO = 0'-0"


T.O. WALL = -0'-6" -TYP UNO


19' - 5 1/2"
11' - 0"
19' - 9 1/4"


T.O. PILASTER = 0'-5 1/2"


W12x40 COL ON 3/4"

BASEPLATE W/ (6) 3/4" DIAM

GALV. A.B.


NEW 4" SLAB ON 2"

RIGID ON LOOSE FILL.


T.O. FOOTING -TYP UNO = -3'-0"


5
' -

 5
"


1 1 ' - 0"


WET TOOLED JOINT/BROOM

FINISH SEE CIVIL.
 4' - 3" 4' - 3"


4
' -

 0
"


GROUT HM FRAME

SOLID @ EACH SIDE


EXISTING

EXTERIOR WALL


CONT. J-BEAD &

SEALANT EA. SIDE


ANCHOR FRAME INTO

EXISTING FWALL, EACH SIDE.

DRILL HOLES INTO EXISTING

MASONRY UNITS TO RECEIVE

ANCHOR BOLTS, FILL VOIDS

WITH GROUT.


SHIM
1X STRAPPING
NEW GWB INFILL. FEATHER

JOINTS BETWEEN NEW &

EXST. ADJ. GWB


BACKER ROD

& SEALANT


2X STUD @

EXST. WALL


SILL SEALER


SEE MTL. SIDING MFGR.'S

INSTALLATION DETAILS FOR

CORNER CONDITIONS, TYP.


DOOR - SEE SCHEDULE

FOR TYPE


NEW (3) L5x3 1/2"x1/4" LINTEL W/ 4"

BEARING ON EXISTING MASONRYJAMB


NEW OPENING IN CMU WALL

ABOVE.  SEE SECTION.


NEW (3) L5x3 1/2"x1/4" LINTEL W/ 4"

BEARING ON EXISTING MASONRYJAMB


NEW (3) L5x3 1/2"x1/4" LINTEL W/ 4"

BEARING ON EXISTING MASONRYJAMB


NEW OPENING IN EXISTING CMU WALL


NEW 4" SLAB ON 2" RIGID

ON LOOSE FILL.


8" CIP CONC STEM WALL W/

(2) #4's @ TOP, BOT, & MID.

AND #4 VERTS @ 32" O.C.


1'-8" WIDE x 10" DEEP

FOOTING W/ (2) #4 CONT.


FULLY GROUT ALL CMU JAMBS TO

FOUNDATION -TYP


NEW (3) L5x3 1/2"x1/4" LINTEL W/ 4" MIN

BEARING


NEW OPENING IN EXISTING CMU WALL


NEW FULLY GROUTED JAMB W/ (2) #4

VERTS EACH SIDE.
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MKL
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Roof Reference Plan

1/4" = 1 '-0"
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Foundation Plan
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