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2 X 10 Rim joist

2X6 Pressure Treated Sill Plate

3/4" T&G Subloor
glued & screwed

#4 Rebar

#4 Rebar

8 X 16 Footing w/
#4 rebar X 3

2 X 4 Keyway

4" Perimeter Drain

SECTIONS & DETAILS

4" Conc. Slab w/wwm
over 6 mil poly barrier
over compacted gravel

TYPICAL WALL SECTION (REAR)

 as noted

1/2" Anchor Bolt
6' spacing max

A

DETAIL AT FRONT SILLB

"Wavy" wood siding over "Housewrap"

1/2" Gypsum Bd. 

Bituminous Damp-Proofing to Grade

8" X 7'-10" Concrete Foundation Wall

8"

2 X 6 Wall stud

7/16" OSB Sheathing

2 X 6 Sole plate

Sill sealer

2 X 10 joist

1'-10"

2X10 joist

3/4" T&G Subloor
glued & screwed

2X10 Rim Joist
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SCALE:  1"= 1'-0"

SCALE:  1"= 1'-0"

2 X 10 Rim joist
2X6 Pressure Treated Sill Plate

3/4" T&G Subloor
glued & screwed

#4 Rebar
1/2" Anchor Bolt
6' spacing max

"Cultured Stone" installed per 
manufacturer's instructions
(See Sheet A-6)

1/2 Gypsum Bd. 

2 X 6 Wall stud

7/16" OSB

2 X 6 Sole plate

Sill sealer

2 X 10 joist

2 X 6 P.T. Rim Joist
2 X 6 PT Joist 16" OC
5/4 X 6 PT Decking

1/4" Gap

R-19 Fiberglass
Insulation w/

Vapor Barrier

R-19 Fiberglass
Insulation w/
Vapor Barrier

R-19 Fiberglass
Insulation 

R-19 Fiberglass
Insulation

R-30 Fiberglass
Insulation

DETAIL AT GARAGE SILLE
SCALE:  1"= 1'-0"

2X6 PT Sill Plate

1/2" Anchor Bolt

"Cultured Stone" installed per 
manufacturer's instructions

2 X 4 Wall stud
7/16" OSB Sheathing

2 X 4 Sole plate

Sill sealer

1'-
8"

3/4 Ext. Plywood

Leave gap & caulk

2x8 white Cedar
glued & nailed to studs
w/ weather resistant 
ring shanked nails

Tyvek housewrap or equivalent

ASTM Type 1 No. 15 Felt

5/8" roof sheathing

See roof details
Sheet A-6

Western Red Cedar Shingles
Meeting Class B or C Fire Rating
Installed over Asphalt-saturated Type 15 felt

3/4" Crushed Stone
covered with 15# Felt

Note:  If ledge is encountered 
and blasted, line foundation wall 
with 6-mil poly and backfill with 
3/4" crushed stone to top of 
ledge and cover with 15# felt

TRANSVERSE BUILDING SECTION
C SCALE:  1/4"=1'-0"
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2x10 SPF 16" OC
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PORCH TIMBERFRAME ELEVATIOND
SCALE:  1/2"= 1'-0"

8x8 R.S. Western Tamarack timber

6x6 R.S. Western Tamarack Struts
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cotswold Autumn Glen Subdivision
Portland, ME 
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Lot 5, Stepping Stone Lane


