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NOTE:

WRAP ENTIRE EXTERIOR OF BUILDING WITH BLDG PAPER. ALL JOINTS TO BE
TAPED WITH SHEATHING TAPE. SYSTEM MUST BE INSTALLED IN ACCORDANCE
WITH MANUE. INSTALLATION INSTRUCTIONS TO PROVIDE 10 YR. WARRANTY
TO GENERAL CONTRACTOR

REMOVE TEMPORARY TAPE
FROM TOP CUT OF BUILDING
WRAP AND OVERLAP HEAD
FLASHING

USE SMALL PIECES OF PEEL AND
STICK TO COVER SEAMS

y

ALL FLASHING PRODUCTS WITH SAMPLES TO BE SUBMITTED,
TO ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO
ORDERING. PRODUCT MUST BE FULL CONTACT AND SELF
SEALING WHEN PENETRATED. MUST BE RATED FOR
APPLICATION PERIOD OF "TEMP" INSTALLATION. ALSO
SUBMIT WINDOW INSTALLATION INSTRUCTION BY
MANUFACTURE.

JAMB AND HEAD FLASHING
4F WINDOW INSTALL DETAIL (6 of 6) (BUILDING WRAP)

SCALE: 1/4" = 1-0" : TH7TMPROTHACOWTRPF/O7100024

NOTE: APPLY ENOUGH
SEALANT SO THAT WHEN
WINDOW IS FASTENED,

SEALANT SQUEEZES OUT
AROUND FASTENER.

INSTALL JAMB FLASHING

EMBED BOTTOM OF THE HEAD BEFORE HEAD FLASHING

FLASHING AGAINST THE
PREVIOUSLY APPLIED SEALANT.

/— EXTEND JAMB FLASHIG TO 1/2*
(FLASHING GOES OVER SEALANT)

(13mm) LESS THAN THE TOP OF THE

%
2 1 HEAD FLASHING
e

EXTEND HEAD FLASHING
BEYOND EACH JAMB APPLY CONTINOUS SEAL TO THE TOP
ppcii —~" (HEAD) & SIDES (JAMBS) OF WINDOW.

EMBED JAMB FLASHING INTO
Z SEALANT AND FASTEN IN PLACE.

EXTEND JAMB FLASHING
L~ OVER AND PAST SILL FLASHING

IN PLACE.

ALL FLASHING PRODUCTS WITH SAMPLES TO BE SUBMITTED)
TO ARCHITEGT FOR REVIEW AND APPROVAL PRIOR TO
ORDERING. PRODUCT MUST BE FULL CONTACT AND SELF
SEALING WHEN PENETRATED. MUST BE RATED FOR
APPLICATION PERIOD OF "TEMP" INSTALLATICN. ALSD
SUBMIT WINDOW INSTALLATION INSTRUCTION BY
MANUFACTURE.

NOTE: APPLY ENOUGH
SEALANT SO THAT WHEN
WINDOW IS FASTENED,

SEALANT SQUEEZES QUT
AROUND FASTENER.

JAMB AND HEAD FLASHING
4E WINDOW INSTALL DETAIL (5 of 6) (BUILDING WRAP)
SCALE: 1/4" =1'-0" T07TMFROTHCOWTRPFAO7100023

BEFORE INSTALLATION
RESEAL ALL OUTSIDE
JOINTS OF
MECHANICALLY
JOINED FRAMES

IF FREEZING CONDITIONS EXIST THE
USE OF A HIGH PERFORMANCE COLD
WEATHER CAULK IS REQUIRED

SHIM & ADJUST
WINDOW TO ACHIEVE
SQUARE. PLUMB &
LEVEL CONDITION. USE
CORROSION

RESISTANT
FASTENERS. FASTEN
APPLY A WINDOW PER
CONTINUOUS (30 MANUFACTURES
YR. EXT. SILICONE) INSTALLATION
SEALTO INSTRUCTIONS

THE BACKSIDE
(INTERIOR)

OF THE WINDOW
MOUNTING
FLANGES, TOP AND
SIDES ONLY.

<

ALL FLASHING PRODUCTS WITH SAMPLES TO BE SUBMITTED)
TO ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO
CRDERING. PRODUCT MUST BE FULL CONTACT AND SELF
SEALING WHEN PENETRATED. MUST BE RATED FOR
APPLICATION PERIOD OF “TEMP" INSTALLATION. ALSO
SUBMIT WINDOW INSTALLATION INSTRUCTION BY
MANUFACTURE.

NOTE: APPLY ENOUGH
SEALANT SO THAT WHEN
WINDOW 1S FASTENED,

SEALANT SQUEEZES OUT
AROUND FASTENER.

SILL FLASHING
WINDOW INSTALL DETAIL (4 of 6) (BUILDING WRAP)
4 D SCALE: 1/4" = 1-.0" T:OTTMPROT/ODWTRPF/OT100022
PRE-APPLIED AND CUT
BUILDING WRAP,
WRAPPED AND STAPLED NOTE: APPLY ENOUGH

SEALANT SO THAT WHEN
WINDOW IS FASTENED,

INSIDE BUILDING.

SEALANT SGUEEZES OUT
P AROUND FASTENER.

2X FRAMING

[

~~—— APPLY 2ND PIECE OF FLASHING,
CENTERED IN SILL OVERLAPPING
FIRST PIECE, ENSURING 2°
EXTEND OUT FROM EXTERIOR
WALL AND 6* UP WINDOW JAMB.
CUT AND FOLD FLAPS ONTO FACE
OF WALL. USE AROLLER TO GO
OVER THE TAPE, ENSURING THE
SEAL IS WATER TIGHT

ALL FLASHING PRODUCTS WITH SAMPLES TO BE SUBMITTED)
TO ARCHITECT FOR REVIEW AND APPROVAL PRIORTO
ORDERING. PRODUCT MUST BE FULL CONTACT AND SELF
SEALING WHEN PENETRATED. MUST BE RATED FOR
APPLICATION PERIOD OF "TEMP" INSTALLATION. ALSO
SUBMIT WINDOW INSTALLATION INSTRUCTION BY
MANUFACTURE.

SILL FLASHING
4,C JLUNDOW INSTALL DETAIL (3 0f 6) (BUILDING WRAP)

SCALE: 1/4" = 1-0" TJ07TTMPROTHOOWTRPFI07100021

PRE-APPLIED AND CUT

Bvuékgw&“;\ﬁgpémpmn CENTER SILL FLASHING IN

INSIDE BUILDING / WINDOW OPENING, LEAVING 2"
ABOVE THE TOP OF THE SiLL. CUT

g AT EACH CORNER CREATING A

2X FRAMING FLAP AND FOLD THE FLAP ONTO

THE SILL.
——EXTEND SILL FLASHING

HORZ. TO PROJECT BEYOND
VERT. JAMB FLASHING

APPLIED LATER

NOTE: APPLY ENOUGH
SEALANT SO THAT WHEN
WINDOW IS FASTENED,

SEALANT SQUEEZES OUT
AROUND FASTENER.

ALL FLASHING PRODUCTS WITH SAMPLES TO BE SUBMITTED)
TO ARCHITECT FOR REVIEW AND APPROVAL PRIORTO
ORDERING. PRODUCT MUST BE FULL CONTACT AND SELF
SEALING WHEN PENETRATED. MUST BE RATED FOR
APPLICATION PERIOD OF "TEMP" INSTALLATION. ALSO
SUBMIT WINDOW INSTALLATION INSTRUGTION BY
MANUFACTURE.

SILL FLASHING
4B WINDOW INSTALL DETAIL (2 of 6) (BUILDING WRAP)

SCALE: 1/4" = 1'-0° TJ07TMPROT/100WTRPF/OT100020

ROUGH FRAME OPENING SUFFICIENTLY
LARGER IN WIDTH & HEIGHT THAN THE
ACTUAL FRAME DIMENSIONS OF THE
WINDOW. TO ASSURE ADEQUATE
CLEARANCE CONSULT THE WINDOW
MANUFACTURE'S LITERATURE
FOR THE RECOMMENDED ROUGH
OPENING DIMENSIONS.

2X FRAMING-

APPLY LAYER
OF BUILDING
WRAP OVER
WINDOW

OPENING —/

SILL FLASHING

NQTE: APPLY ENOUGH
SEALANT S0 THAT WHEN
WIKDOW |5 FASTENED,

SEALANT SQUEEZES QUT
AROUND FASTENER.

P -~ (&@ 3. MAKE (2) 45° CUTS ON EACH SIDE
-~

STEPS:
1. LOCATE WINDOW BEHIND
BUILDING WRAP.

ACROSS THE TOP OF THE WINDOW.

OF HEADER ON TOP OF THE
OPENING, FOLD NEW FLAP UP AND
TEMPORARILY TAPE IN PLACE.

4, MAKE CUT FROM CENTER OF

5. MAKE CUT FROM CENTER OF
WINDOW OPENING TO BOTTOM
RIGHT CORNER, FOLDING

6. MAKE VERTICAL CUT FROM TOP
CENTER OF WINDOW OPENING TO
TOP OF TRIANGLE.

7. FOLD ALL FLAPS INSIDE OF
BUILDING AND STAPLE TO INTERIOR
STUDS.

ALL FLASHING PRODUCTS WiTH SAMPLES TO BE SUBMITTED;
TO ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO
ORDERING. PRODUCT MUST BE FULL CONTACT AND SELF
SEALING WHEN PENETRATED. MUST BE RATED FOR

APPLICATION PERIOD OF "“TEMP" INSTALLATION. ALSO
SUBMIT WINDOW INSTALLATION INSTRUCTION BY
MANUFACTURE.

4A WINDOW INSTALL DETAIL (1 of 6) (BUILDING WRAP)

SCALE: 1/4" = 1'.0"

RAILING PER PLANS,

TJO7TMPROT/MO00WTRPF/07100018

PROVIDE BLOCKING
BETWEEN TRUSSES
FORATTACHMENT —— |

TPO ROOFING OVER ROCF

SHEATHING AND METAL

METAL FLASHING UNDER TPO
ROOFING AND OVER TRIM PIECE

5/4*x4" HARDI TRIM PER
ELEVATIONS

FLASHING SLOPE

ICE AND WATER SHIELD UP

AND OVER ENTIRE FLAT
ROOF AREA. LAP DOWN

CAULK JOINT

SHINGLE SIDING PER
ELEVATIONS

ROOF 6"

PRE-MANUFACTURED ROOF
TRUSSES

SHINGLE ROOFING PER
PLAN

ROOF FLASHING DETAIL

METAL FLASHING OVER ICE AND
WATER SHIELD AND ROOFING

3 (AT FLAT ROOF)
SCALE: 3/4"=1-0"

P:/HAWTHORN/ME-PORTLAND/PUMP HOUSE/DETAILS/10530114

STONE VENEER SIDING PER PLAN

BUILDING PAPER PER PLAN

1" AIR GAP — T
EXTERIOR WALL PEEL AND STICK OVER MTL.
PER PLAN \ FLASHING
RAISED PLANTER _ | — SLOPED STONE CAP
ALONG WALL, SEE | >
DETAIL 1/PH2.2 FOR | =
MORE INFORMATION ] L x | MASTIC WATERPROOFING

I | %—* \ | AND COVER BOARD

| 1
—— METAL FLASHING

RAISED PLANTER

2 (AT EXTERIOR WALL)
SCALE: 1-1/2"=1-0"

P:IHAWTHORN/ME-PORTLAND/PUMP HOUSE/DETAILS/10530113

~—STONE VENEER SIDING
WALL FRAMING =
PER PLAN | STONE CAP PER DETAIL 5/PH1.2
BUILDING PAPER S g
OVER PLYWOOD 6" C.M.U. BLOCK WALL, SEE
SHEATHING DETAIL 2/PH1.2 FOR
REINFORCEMENT INFORMATION
SLAB PER
STRUCTURAL .
== MASTIC WATERPROOFING AND
EENs PROTECTION BOARD
- ' - ‘ ] ‘ » 'f; . 4:‘. L‘
AT Iy 1" AIR GAP
B
e C.M.U. FOOTING BEYOND SHOWN
S DASHED
Tt B ' .'
e R
el

RAISED PLANTER

1 (AT EXTERIOR WALL)
SCALE: 1/2"=1-Q"

P:{HAWTHORN/ME-PORTLAND/PUMP HOUSE/DETAILSM0530112

2. MAKE FIRST CUT HORIZONTALLY |

WINDOW OPENING TO BOTTOM LEFT -
CORNER.

TRIANGULAR FLAP INSIDE BUILDING.
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