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DOOR SCHEDULE
DOOR FRAM
NO.[ LOCATION SIZE TYPE MAT. MAT.
100 PUMP HOUSE (2) 4068 A HC WF
TYPICAL DOOR TYPE:
TYPE A
WINDOW SCHEDULE
NO.[ LOCATION SIZE TYPE |NOTES
1 [PUMP HOUSE (2) 2630 | SGL HUNG |OPAQUE GLASS

NOTES:

1. WINDOWS TO HAVE OPAQUE GLASS.

2. WINDOWS TO BE NON-LOCKABLE FROM THE OUTSIDE TO
PROVIDE ACCESS TO LIGHT STRIPS.
3. SEE DETAILS 4A-4F/PH2.2 FOR WINDOW FLASHING
INFORMATION.

MULLED TOGETHER

NQOTE:
SEE BLDG PAPER

NOTE THIS SHEET

8-1/4" LAP SIDING

EXT. SHTG

=

N

1-14"

R-21 BATT INSULATION

:[‘—W 1" NAIL PLACEMENT FROM
Y

TOP OF BOARD

r
'] EXPOSURE "

==

LAP SIDING

(SPACING DETAIL)

®

2x6 STUDS AT 16" O.C.
U.N.O.

NOTE:
AT ALL HEADER AND

BEAM INTERSECTIONS
MAINTAIN CONSISTEN
PLAN ANGLE. SHIM AS
REQD.

16

SCALE: 1-1/2"=1'-0"

CEMENT HORIZONTAL SIDING

SYSTEM CN JUMBO TEX 60
OVER EXT. SHEATHING.

LEAVE 1/4" @ ALL CORNER
POSTS AND CHANNELS TO
ALLOW FOR EXPANSION &
CONTRACTION.

i

5/4" HARD! TRIM BOARD

OR APPROVED EQUAL.
1/8" CAULK JOINT (TYP)

INSIDE CORNERS

5/4" HARDI TRIM BOARD

EXTERIOR WALL CORNERS
(TYP. ASSEMBLIES - CEMENT SIDING)

QUTSIDE CORNERS

T:/0OFINISH/E80WO0D/G9980015

-

OR APPROVED EQUAL. 3y
1/8" CAULK JOINT (TYP)—h—-m:—\ 2

15

SCALE: 1-1/2"=1-0"

T:/10SPECLT/530GARG/1 0530058

NOTE: -
WRAP ENTIRE EXTERIOR OF BUILDING WITH BLDG PAPER. ALL JOINTS TO BE
TAPED WITH SHEATHING TAPE. SYSTEM MUST BE INSTALLED IN ACCORDANCE
WITH MANUF. INSTALLATION INSTRUCTIONS TO PROVIDE 10 YR. WARRANTY
TO GENERAL CONTRACTOR

CULTURED STONE

VENEER, COLOR PER
LEGEND) SET IN
MORTAR BED OVER
APPROVED METAL
LATH AND WEATHER
BARRIER, PER MANUF.,
SPECS.

R SRR
L EXT. WALL PER

BLDG PAPER

DASHED TYP.

PLAN

STONE CORNER

(STONE AT TYPICAL OUTSIDE CORNER)

ASSEMBLY, SEE A7.1a

EXT. SHEATHING PER

14

SCALE: 1-1/2"= 10"

NOTE:

AT ALL HEADER AND
BEAM INTERSECTIONS,
MAINTAIN CONSISTENT
PLANK ANGLE. SHIM AS

REQ'D.
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FLASHING PROFILE

&

T04MASNRY/ATISTONEVENDAT 30027

HORIZONTAL SIDING
BLDG PAPER

PAPER
MTL. FLASHING

SEALANT THIS AREA

SEALANT

; T CULTURED STONE SILL

A~

CULTURED STONE VENEER,
COLOR PER LEGEND) SET IN
MORTAR BED OVER
APPROVED METAL LATH AND
WEATHER BARRIER, PER
MANUF. SPECS.

EXTERIOR WALL DETAIL

(STONE / CEM. BRD. SIDING)

PEEL AND STICK FLASHING OVER
METAL FLASHING AND BUILDING

1/4" CLEAR OF FLASHING MIN, NO

13

NOTE:
SEE BLDG PAPER
NOTE THIS SHEET.

SCALE: 1-1/2"=1'-0"

T:/04MASNRY/473STONEVEN/047 30010

- -——STONE VENEER, SEE
EXTERIOR SHEATHING MANUF. APPLICATION
PER PLAN DETAIL
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FOUNDATION PER/
STRUCTURAL :

<

EXTERIOR WALL

(WEEP SCREED)

DETAIL
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SCALE: 3"=1-0"

~

P:/HAWTHORN/ME-PORTLAND/PUMP HOUSE/DETAILS/10530100

BUILDING

\RECTANGULAR

DOWNSPOUT PER
ARCHITECT

\MOUNTING BRACKET
CAULK CONNECTION

ALL ARQUND

PVC SQUARE TO
ROUND DOUWNSPOUT
CONNECTOR PER
ARCHITECT

PIPING OR AS
COMPLIES WITH
CODE

WPVCRAIN DRAIN
PN

GRADE OR PAVING

/" PIPING CONTINUED TO
STORM DRAIN SYSTEM

INSTALLATION DETAIL

(DOWNSPOUT CONNECTION)

11

SCALE: N.T.S.

TAO7TMPROT/600FLSHG/O7600015

FOR VENTILATION:
2" DIA. HOLE = 3.14 SQ. IN.
(2) HOLES PER LF = 6.28 SQ. IN. PER LF

221/2°

VAP AP AP AP

c_//
EQ

£Q.

INSULATION BAFFLES
2%6 BIRD BLOCKING BETWEEN

LZ" DIA. VENT HOLE

(TYP OF 4) EACH TRUSS (NO
EXCEPTIONS)
TRUSS TOP CORD.
SECTION VIEW

EXTERIOR EAVE BLOCKING
(TRUSSES BEARING ON WALL TOP PLATE)

10

HEADER PER STRUCTURAL

OPAQUE SINGLE HUNG
WINDOW, SEE WINDOW
SCHEDULE ON SHEET PH2.1

2x8 WALL FRAMING

A~

€
[
ALIGN-

PAINT GYP WITH HIGH

FLAT 2x FRAMING

GLOSS WHITE PAINT

LIGHT STRIP AROUND
ENTIRE WINDOW PER
ELECTRICAL

—®
7

PUMP HOUSE

7 (WINDOW DETAIL)

26"

4

24" TALL "OLD STYLE"

WROUGHT IRON RAILING,

SUBMIT SAMPLES TO

ARCHITECT FOR APPROVAL —————— |

PAPER BACK R-49
INSULATION STAPLED
TO TRUSSES, NO
EXCEPTIONS

RAISED PLANTER (AT
RADIUS), SEE DETAIL
5/PH1.2

BLOCKING BETWEEN
TRUSSES FOR

HANDRAIL

CONNECTION

MANUF.
TRUSSES PER
STRUCT

SECTION "A" ~

PUMP HOUSE

(SECTION A)

TYP
~
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@ XYLEM . la

BOOSTER %O

PUMP,SEE

\ SHEETPH4.1 |8
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SCALE 1_1/2" = 1'_0" TJ/O6WDEPLS/111RFFRM/06111087 SCALE: 1" - 1'_0" P:/HAWTHORN/ME-PORTLAND/PUMP HOUSE/DETAILSM 0530106 SCALE: 3]1 6" = 1'..0" P/HAWTHORN/ME-PORTLAND/PUMF HOUSEDETAILSM10530104
KEY NOTES/COLORS
1 6 7 3 1 6 7 I_?J 1 7 3 8 3 7 6 1 = ARCH. COMP. 25 YR.
ELK
ROOF  coLOR: WEATHERWOOD
AT I TR 2| = CEENT B0ARD SIDING FOP OUTS
—————+ ] - SOING COLOR: JAMES HARDIE -
= —— | L T — — STUCCO PROJECT g MOUNTAIN SAGE
v | SIGN ATTACHED TO 3 | =SHINGLE SIDING (EAVE'S)
e == BUILDING. COLOR TO COLOR: JAMES HARDIE -
MATCH ADJACENT SIDING  AUTUMN TAN
— SIDING 4 | =TRIMBOARD
COLOR: JAMES HARDIE - WHITE
7 T3, RAISED PLANTER TRIM
4 ) WALL, SEE SITE 4
DETAIL SHEET 5 | =VINYL FRAMED INSULATED
— PH1.2 — =
— - S wiisow HINDOWS Wi
8 L [ - T =7 .
= b — === = = 6 | =2x8 FASCIA W/CONT. GUTTER
ELEVATION "A” ELEVATION "B" ELEVATION "C" ELEVATION "D" FASCIA
12 2 5| (120 o 12 9 8 8 5|12 7 | =24"TALL "OLD STYLE" WROUGHT
IRON RAILING, SUBMIT SAMPLES TO
RAILING ARCHITECT FOR APPROVAL
g | =CORONADO STONE PRODUCTS
ITALIAN VILLA STONE
STONE COLOR:VERONA
3 (ELEVATIONS)
SCALEZ 1/8" =1-0" P:IHAWTHORN/ME-PORTLAND/PUMP HOUSE/DETAILSH0530101
* HIGH HEEL TRUSS PER PLANS W/ DRI-DECK ICE AND
6" TOP CORD 15 LB ROOFING FELT WATER BY FORTIFIBER
TO EXTEND FROM THE GUTTER
WOOD DECK (TYP.) EAVE'S EDGE TO A POINT
PER COVER SHEET AT LLEAST 24" INSIDE THE
EXTERIOR WALL LINE OF
COMPOSITION SHINGLE BACKNAIL SHEETS THE BUILDING D#S'
ROOFING BUILDING FELT AND ' YT @
PLYWD. SHTG. METAL DRIP AT RAKE | S
APPLIED OVER — |
UNDERLAYMENT o
L CONT. 1x WD. STRIPPING WHITE -
4" CRICKET ~ LINE OF BUILDING
i “oH AN BELOW
" CONT. VENTED VINYL SOFFIT FIRST AND mayhs
SUCCEEDING
(WHITE) COURSES OF % R
<X wam IDGE ) R
UNDERLAYMENT CLASS "A" ARCH. > —RIDGE
TO BE 36" WIDE COMP ASPHALT l
LAPPED 2* SHINGLE ROOFING TO
"J* CHANNEL NOTE: . o AN . o
b S R > R
\ _ DUROVENT-BAFFLE PART NUMBER: ?g ﬁ?f*mgfg_ﬁs up
S — DVB2346 (NO EXCEPTIONS e,
EMAIL: IS REQ'D INCLUDING e RS I SIGN BELOW
EKOCH@ADOPRODUCTS.COM 412, R AR EAVE AND RAKE STARTER H
(1) LAYERS 5/8" TYPE @ AT EACH TRUSS BAY L STRIP (ELK 7.2" STARTRITE) D.s.
"G" GYP. BD. AND 1/2° . < INSTALL PER MANUF. ASTM
RESILIENT CHANNELS . \ D3903 OR APPROVED
_ METAL DRIP EDGE AT

EXTERIOR WALL-ROOF INTERSECTION
(HIGH HEEL TRUSS)

9

SCALE: N.T.S. PHAWTHORN/ME-PORTLAND/PUMP HOUSE/DETAILS/06111112
3-0" WIDE
ROOFING STRIP EAVE AND RAKE STARTER
STRIP (ELK 7.2" STARTRITE)
ROOF INSTALL PER MANUF. ASTM
SHINGLES D3903 OR APPROVED
= 6
RS - BLDG PAPER
R, NO HORIZ. JOINTS WITHIN
SRS 2'-0" OF EDGE
e
==
B S PLYWD. SHEATHING
= SEE STRUC. FOR
2x FASCIA W/ SCARF EDGE NAILING
2 éL%g SSE%AQTEES(;@]STL INSTALL G.I. SCREEN
_ ' T T ,  WHEN TREE DRIP LINE
IS WITHIN 300"
L L HANGER
: |— METAL FLASH.
«— 6x6 GUTTER
1
CONT. 1x WD. Iy 1 1 3x8 WHITE
STRIPPING : : METAL FLASH.
CONT. VENTED VINYL I [——
SOFFIT (WHITE) + DOWNSPOUT

EAVE GUTTER ASSEMBLY
8 (ROOF WITH COMPOSITION SHINGLES)
SCALE: 3"=1-0"

T/O7TTMPROT/E00FLSHGOTE00569

ROOF UNDERLAYMENT

TO DECK. WHITE

6 (ASSEMBLY DETAIL)
SCALE: N.T.S. T#07 TMPROT/S00MMBRF7500002
24" TALL "OLD STYLE"
PAPER BACK R-49 WROUGHT IRON RAILING,
INSULATION STAPLED 7 SUBMIT SAMPLES TO
TO TRUSSES, NO ARCHITECT FOR APPROVAL
EXCEPTIONS —\ L
) 'E "H’ 1
il
LSS S R R R

\—MANUF. TRUSSES PER
STRUCT

2xBWALL —

N[

A

TO DBL TCP PLATE

al_o'
HEAD HEIGHT TYP.
91"

®

SECTION "B”

PUMP HOUSE
5 (SECTION B)

XYLEM BOOSTER
PUMP, SEE SHEET
PH4.1

SCALE: 3/16"=1-0"

P:/HAWTHORN/ME-PORTLAND/PUMP HOUSEDETAILS/10530105

2

PUMP HOUSE

(ROOF PLAN)

NOTE: OCCUPANT

SCALE: 1/8"=1.0"

P/HAWTHORNME-PORTLAND/PUMP HOUSE/DETAILSM0530103

(38
N
8-g" A 116"

LOAD OF PUMP
HOUSE TO BE 2 (323
SQ. FT./300 OCC 1T = KNOX \é\é%L HUNG
CAPACITY = 1.1) | ke
(o) | AP
| reme” | G .
3 ' TYP. @ 3
n EXT. E
(BY = S
N2/ ®a NI,
il |
. —— 2x8 WALL .
2 ve.@ ) A 2
(A)5 @ &z . |l
1
AL | T J
STONE
VENEER . PROJECT SIGN
202 ) ATTACHED TO
\ BUILDING
RAISED PLANTER,
A SEE DETAIL 5/PH1.2

PUMP HOUSE

(FLOOR PLAN)

SCALE: 1/8"=1-0"

P/HAWTHORN/ME-PORTLAND/PUMP HOUSEDETAILSM0530102
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3150 Kefttle Court SE, Salem, Oregon 97301
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F503 399 0565 wlenityarchitecture.com

COLSON AND COLSON
GENERAL CONTRACTOR, INC.

2260 McGILCHRIST STREET SE, SUITE 200

SALEM, OREGON, 97302
PHONE (503) 5686-7401

VAN

w 4

PORTLAND
RETIREMENT RESIDENCE
802 OCEAN AVE. PORTLAND, MAINE 04103

PUMP HOUSE
PLAN AND

-

DETAILS

Y

vy

(DATE
5/27/2016

\

4 I
REVISED DATE

SHEET

<
N

vy

NTY

PH2.1

N
vy




