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FIRE RATING UL NUMBER STC RATING IIC RATING FIRE RATING UL NUMBER STC RATING IIC RATING
1A 1 HR U465 N/A N/A NA N/A N/A N/A N/A
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TYPE TYPE QD O
FIRE RATING UL NUMBER STC RATING IIC RATING FIRE RATING UL NUMBER STC RATING IIC RATING D—
1 B 1 HR U465 N/A N/A N B N/A N/A N/A N/A
GRAPHIC DEPICTION DESCRIPTION
L 54" GWB
- 3%" MTL STUDS AT 16" O.C.
%" GWB
TYPE RYAN SENATORE
ARCHITECTURE
FIRE RATING UL NUMBER STC RATING IIC RATING 565 CONGRESS STREET, SUITE 304
N N/A N/A N/A N/A PORTLAND. MAINE 04101
senatorearchitecture.com
GRAPHIC DEPICTION DESCRIPTION
CONSULTANTS:
DOUBLE SOUND WALL AND PERIMETER
BEARING WALL (SEE STRUCTRUAL
DRAWINGS FOR STUD SIZES)
1" AIR SPACE BETWEEN WALLS
- MTL STUDS AT 16" O.C.
- 3%" ROXUL MINERAL BATT INSULATION
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penCHE REVISIONS:
TYPE
FIRE RATING UL NUMBER STC RATING IIC RATING
N D N/A N/A N/A N/A
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