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1/4"=1'-0"A-3
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INT. ELEV. @ TYPICAL BATH
1/2"=1'-0"A-3

A

SCALE:

TYP. HANDRAIL
1"=1'-0"A-3

B

SCALE:

SPIRAL STAIR PLAN
1/2"=1'-0"A-3

D

1

MECHANICAL

OFFICE

LOFT/

STOR.

MECHANICAL

OFFICE

LOFT/

STORAGE

STEEL FRAME. SEE 

STRUCTURAL DRAWINGS

OVERHEAD GARAGE 

DOOR BEYOND, SEE 

SCHEDULE.

EXTERIOR STEEL DOOR 

BEYOND, SEE SCHEDULE.

EXTERIOR WINDOW 

BEYOND, SEE SCHEDULE.

CONCRETE FOUNDATION WALL 

AND FOOTING, SEE STRUCTURAL.

VINYLBACKED INSULATION, TYP.

EXTERIOR STEEL SIDING ON 

STEEL STUDS, SEE PLAN.

PERIMETER DRAIN, TYP.

GRADE

1/2" COMPRESSIBLE 

EXPANSION JOINT, TYP.

4 1

1.1

T.O. SLAB

+100'-0"

T.O. ROOF

+121'-3" T.O. ROOF

+120'-0"

B

A-3

EPDM RUBBER 

ROOFING

5/8" TYPE 'X' GWB 

@ CEILING, TYP.

ONE HOUR RATED 

CEILING @ MECHANICAL 

ROOMS (SEE PLAN 

FOR NOTATIONS)

2" PAINTED STEEL 

PIPE HANDRAIL

1/2" PAINTED STEEL 

PLATE BOLTED TO 

FLOOR FRAMING

2X FLOOR FRAMING. 

SEE STRUCTURAL.

5/8" GWB ON 2X  

WALL FRAMING, TYP.

3/4" PLYWOOD FLOOR 3
'-
6
"

1'
-
9
"

2" PAINTED STEEL 

VERTICAL SUPPORT 

@ 4'-0" O.C.

1/4"x4" TALL STEEL 

KICKPLATE WELDED 

TO HANDRAIL BASE. 

6"

6" MTL. STUD WALL 

5/8"

(1) LAYERS 5/8" 

GYPSUM PANEL 

EACH SIDE

6" FIBERGLASS 

INSULATION

6" METAL STUD

18 GAUGE

5/8"

2

(1) LAYER 5/8" 

GYPSUM PANEL 

EACH SIDE

2x4 STUD WALL

(NON-RATED) 

- 2X4 STUD WALL WITH (1) 

LAYER 5/8" TYPE 'X' GWB 

EACH SIDE

4" FIBERGLASS 

INSULATION

2x4 STUD

3 1/2"

5/8" 5/8"

1

8 1/2"

8" MTL. STUD WALL

EXTERIOR

EXTERIOR STEEL 

SHELL

6" FIBERGLASS 

INSULATION

(VINYLFACE)

8" METAL STUD

TO 'Z' GIRDERS

1/2"

3

1 LAYER 5/8" 

TYPE 'X' GYPSUM 

PANEL EACH 

SIDE

2x6 STUD WALL

(1 HOUR-RATED) 

4" FIBERGLASS 

INSULATION

2x6 STUD

5 1/2"

5/8" 5/8"

4

1.1

THK.

DOORS

DOOR SCHEDULE

TYPENO. SIZE

THRESHOLD

MAT.MAT.F.R. TYPE
DETAILS

HEAD
F.R.

JAMB
MAT.

FRAMES

HT.

DETAIL

SILL
REMARKS

DOOR SCHEDULE ABBREVIATIONS

WINDOW SCHEDULE

MANUFACTURERNO. TYPE
HEAD SILLJAMB

CATALOG NO.
DETAILS

A

101

102

103

104

105

106

107

108

109

110

3'-0"x6'-8" MTL.

REMARKS

111

112

113

114

MTL.

MTL.

MTL.

12'-0"x14'-0"

MTL.

3'-0"x6'-8"

3'-0"x6'-8"

3'-0"x6'-8"

MTL.

MTL.

MTL.

MTL.

MTL.

MTL.

MTL.

B FIXED

MTL.

MTL.

MTL.

MTL.

MTL.

MTL.

MTL.

MTL.

MTL.3'-0"x6'-8"

3'-0"x6'-8"

3'-0"x6'-8"

3'-0"x6'-8"

3'-0"x6'-8"

CLOSER, RUBBER SWEEP, ALUM. THRESHOLD

CLOSER, RUBBER SWEEP, ALUM. THRESHOLD

SEE WINDOW TYPE

NOTE:

ALL HARDWARE SHALL BE LEVER HANDLE COMPLYING W/ ANSI 101.

ALL HARDWARE SHALL BE CHROME FINISH, COMMERCIAL GRADE.

2'-6"

3
'-
6
"

MTL. FRAME

GLASS PANEL

A
INTERIOR FIXED WINDOW

NOT RATED

GLASS

24"x36"

45min.

45min.

1 ["

1 ["

1 ["

1 ["

1 ["

1 ["

SEE WINDOW TYPEFIXED

6'-2"

3
'-
6
"

MTL. FRAME

GLASS PANEL

B
INTERIOR FIXED WINDOW

NOT RATED

3'-0" 2" 3'-0"

OVERHEAD DOOR

CLOSER, RUBBER SWEEP, ALUM. THRESHOLD

12'-0"x14'-0" MTL. MTL. OVERHEAD DOOR

3'-0"x6'-8" MTL. MTL. CLOSER, RUBBER SWEEP, ALUM. THRESHOLD

CLOSER, RUBBER SWEEP, ALUM. THRESHOLD

CLOSER, RUBBER SWEEP, ALUM. THRESHOLD

12'-0"x14'-0" MTL. MTL. OVERHEAD DOOR

12'-0"x14'-0" MTL. MTL. OVERHEAD DOOR

24"x36"

MTL.

LOCKSET, ADA CLOSER

LOCKSET, ADA CLOSER

24"x36"

24"x36"

24"x36"

24"x36"

RIBBON

EXTERIOR WINDOWS ARE PROVIDED AS PART OF THE 

METAL BUILDING PACKAGE

OPTIONAL SLIDER

1 ["

1 ["

1 ["

1 ["

45min.

45min.

RIBBON

RIBBON

RIBBON

PAPER 

TOWEL  

DISP.-

40" A.F.F.

SOAP 

DISPENSER

H.C. 

MIRROR

(TILT)

OFFSET 

DRAIN W/

SCAULD 

SHIELD

1'-6"

1'
-
7
"

3'-0"

3
'-
0
"

2
'-

10
"

6
"

6
'-
2
"
 
M

IN
.

UP

1'
-
0
"

7 1/2"

1-1/2" PAINTED STEEL 

HANNDRAIL. PROVIDE 

12" EXTENTION AT 

BOTTOM OF STAIR

STAIR TREADS 

ABOVE, TYP.

1'-
0
"

4" dia. PAINTED 

STEEL CENTER POST

2
'-
2
"

3
'-
2
"

MAINTAIN 1-1/2" MINIMUM SPACE 

BETWEEN HANDRAIL AND WALL, TYP.

1-1/2" PAINTED 

STEEL HANNDRAIL

14 RISERS @ 

9-1/2" EACH

NOTE:

MAINTAIN A MINIMUM OF 

78" HEAD HEIGHT AT ALL 

SPIRAL STAIR TREADS

TYPICAL WALL, SEE 

PLAN FOR LOCATION.

MIN.
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