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Thermatite T175-MR

* Environmentally friendly, CFC-free and
HCFC-free polyurethane Neufoam
technology ensures that Thermatite is
one of the most energy efficient door
systems in the world.

* Thermatite is a very rigid, energy saving
and long-lasting door system with a high
strength-to-weight ratio. It qualifies for a
range of applications.

¢ Produced on a continuous polyurethane
production line, utlilizing the latest in rigid
foam technology.

* The Thermatite product line is stocked
in over one hundred engineering and
manufacturing centers throughout the
world, facilitating immediate delivery for
new installations, retrofit and individual
door section replacements of any size.

* Awell-established network of installing
and servicing dealer distributors.
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T175-MR Sectional
Insulated Steel Door e,
Specifications

(Optional)
Utilizing the latest in polyurethane technology, Thermatite doors attain the
highest ‘R" value per inch of all competitive insulations, as well as providing Two Replaceable seals
superior adhesion and structural integrity. o T

Cr~hanile /
Schedules Continuous Steel

Hardware Attachments
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Stucco Embossed
Prefinshed Steel

71" thru 817 4 g8-g 2 ) -
82" thru 101" 5 g'1r- 127 3 Polyurethane Core / . P
10'27 thru 12717 & 128" - 182 4 Neufoam (R=16.4) > ’/6 o
122" thy 14°17 7 163" - 192 5 Siucco Embossed Mulli-
14°0" thru 16°1" 8 19°3" - 24'0" 5 Rib Renforced Prefinished
Exterior Skin
16'2" thru 18'1” 9 243" - 26'2" 7 OR

Stucco Embossed Flush
Prefinished Extericr Skin
Model T175-20

Thermal Break /
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Window and Glaze Opti
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16 Ga Galvanized End

Caps
660 x 230mm 810 x 330mm B-810 x 152mm Custom size 864 Full vision: glanng
1268” » 137 sealed {247 x * 2" sealec (24 ¥ 6" o~ CPL- x 407mm (34™ x cection win 3mm
acrylic unit se? in gloss unit set in 610 % 203mm 124" 167 seales glass £1787) x Bmm Bulb Weatherstrip
mokdea {rame., mokyed frame. % 87 szaled glass unit set ' modea [3/4%) single alass
unet setin moided tframe. o 13mm (3527
frame. thermal glass. Fin-
1sh: white, mill or
clear anod zed.
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