FCPS-24S6(C/E) & FCPS-
24S8(C/E)

6- & 8-Amp 24-Volt

Remote Power Suiilies
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General

The FCPS-24S6E (6-amp) and FCPS-24S8E (8-amp) are
remote power supplies with battery charger. The FCPS-24S6/-
2488 may be connected to any 12 or 24 volt fire alarm control
panel (FACP) or may be used as stand-alone supplies. Pri-
mary applications include notification appliance circuit (NAC)
expansion (to support ADA requirements and NAC synchroni-
zation) or auxiliary power to support 24 volt system accesso-
ries. The FCPS-24S6/-24S8 provides regulated and filtered 24
VDC power to four notification appliance circuits configured as
either four Class B (Style Y) or Class A (Style Z, with ZNAC-4
option module). Alternately, the four outputs may be config-
ured as all non-resettable, all resettable or two non-resettable
and two resettable. The FCPS-24S6/-24S8 also contains a
battery charger capable of charging up to 18 AH batteries.
FCPS-24S6C & FCPS-24S8C are ULC-listed.

NOTE: Unless otherwise specified, the terms FCPS-24S6 and
FCPS-2458 used in this document refers to the standard FCPS-
2456 and FCPS-24S8, FCPS-24S6C and FCPS-24S8C, the
FCPS-24S6E and FCPS-24S8E

Features
e UL-Listed NAC synchronization using System Sensor,
Wheelock, or Gentex “Commander®’ appliances.

e Operates as a “sync-follower” or as a “sync-generator”
(default). See note on page 2.

* Contains two fully-isolated input/control circuits - triggered
from FACP NAC (NAC expander mode) or jumped perma-
nently “ON” (stand-alone mode).

e Four Class B (Style Y) or four Class A (Style Z, with
ZNAC-4 module) NACs.

e 6-amp (FCPS-24S6) or 8-amp (FCPS-24S8) full load out-
put, with 3 amps maximum/circuit, in NAC expander mode
(UL 864).

e 4-amp (FCPS-24S6) or 6-amp (FCPS-24S8) continuous
output in stand-alone mode (UL 1481).

* Compatible with coded inputs; signals passed through.
¢ Optional power-supervision relay (EOLR-1).

* In stand-alone mode, output power circuits may be config-
ured as: resettable, (reset line from FACP required),
non-resettable, or a mix of two and two.

* Fully regulated and filtered power output - optimal for pow-
ering four-wire smoke detectors, annunciators, and other
system peripherals requiring regulated/filtered power.

* Power-limiting technology meets UL power-limiting require-
ments.

¢ Form-C normally-closed trouble relay.

e Fully supervised power supply, battery, and NACs.

* Selectable earth fault detection.

¢ AC trouble report selectable for immediate 2-hour delay.

e Works with virtually any UL 864 fire alarm control which uti-
lizes an industry-standard reverse-polarity notification cir-
cuit (including unfiltered and unregulated NAC power).

¢ Requires input trigger voltage of 9 - 32 VDC.

* Self-contained in compact, locking cabinet - 15"H x 14.5"W
x 2.75”D (cm: 38.1H x 36.83W x 6.985D).
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* Includes integral battery charger capable of charging up to
18 AH batteries. Cabinet capable of housing 7.0 AH batter-
ies.

¢ Battery charger may be disabled via DIP switch for applica-
tions requiring larger batteries.

* Fixed, clamp-type terminal blocks accommodate up to 12
AWG (3.1mm?) wire.

Specifications

Primary (AC) Power:

* FCPS-24S6C/-24S8C: 120 VAC, 60 Hz, 3.2A maximum.
* FCPS-24S6E/-24S8E: 240 VAC, 50 Hz, 1.6A maximum.

o Wire Size: minimum #14 AWG (2.0mm?) with 600 V insula-
tion.

Control Input Circuit:

* Trigger Input Voltage: 9 to 32 VDC.

¢ Trigger Current: 2.0 mA (16 - 32 V); Per Input: 1.0 mA (9
-16 V).

Trouble Contact Rating: 5 A at 24 VDC.

Auxiliary Power Output: Specific application power 500 mA

maximum.

Output Circuits:

* +24 VDC filtered, regulated.

¢ 3.0 A maximum for any one circuit.

¢ Total continuous current for all outputs (stand-alone mode):
— FCPS-24S6: 4.0 A maximum.
— FCPS-24S8: 6.0 A maximum.

¢ Total short-term current for all outputs (NAC expander mode):
— FCPS-24S6: 6.0 A maximum.
— FCPS-24S8: 8.0 A maximum.

Secondary Power (Battery) Charging Circuit:

¢ Supports lead-acid batteries only.
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* Float-charge voltage: 27.6 VDC.
e Maximum current charge: 1.5 A.
¢ Maximum battery capacity: 18 AH.

Standards and Codes

The FCPS-24S6 and FCPS-24S8 co
standards:
* NFPA 72 National Fire Alarm Code.

e UL 864 Standard for Control Units
(NAC expander mode).

Applications

Example 1: Expand notification appliance power an additional
6.0 A (FCPS-24S6) or 8.0 A (FCPS-24S8). Use up to four

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Class B (Style Y) outputs or four Class A (Style Z) outputs
(using ZNAC-4). For example, the FACP notification appliance
circuits will activate the FCPS when reverse-polarity activation
occurs. Trouble conditions on the FCPS are sensed by the
FACP through the notification appliance circuit.

Example 2: Use the FCPS to expand auxiliary regulated 24-
volt system power up to 4.0 A (FCPS-24S6) or up to 6.0 A
(FCPS-24S8). Both resettable and non-resettable power
options are available. Resettable outputs are created by con-
necting the resettable output from the FACP to one or both of
the FCPS inputs.

Example 3: Use addressable control modules to activate the
FCPS instead of activating it through the FACP notification
appliance circuits. This typically allows for mounting the FCPS
at greater distances* away from the FACP while expanding
system architecture in various applications.

For example, an addressable control module is used to acti-
vate the FCPS, and an addressable monitor module is used to
sense FCPS trouble conditions. Local auxiliary power output
from the FCPS provides power to the addressable control
module.

*NOTE: Addressable FACPs are capable of locating control and
monitor modules at distances of up to 12,500 feet (3,810 meters).

Sync Follower/Generator Note

In some installations, it is necessary to synchronize the flash
timing of all strobes in the system for ADA compliance.
Strobes accomplish this by monitoring very short timing pulses
on the NAC power which are created by the FACP. When
installed at the end of a NAC wire run, the FCPS-24S6/-24S8
can track (i.e. “follow”) the strobe synchronization timing
pulses on the existing NAC wire run. This maintains the overall
system flash timing of the additional strobes attaches to the
FCPS.

When the FCPS-24S6/-24S8 is configured (via DIP switch set-
tings) as a “sync follower,” the FCPS’s NAC outputs track the
strobe synchronization pulses present at the FCPS’s sync
input terminal. The pulses originate from an upstream FACP or
other power supply.

When the FCPS-24S6/-24S8 are configured (via DIP switch
settings) as a “sync generator,” the FCPS’s sync input termi-
nals are not used. Rather, the FCPS is the originator of the
strobe synchronization pulses on the FCPS’s NAC outputs. In
“sync generator” mode, the sync type (System Sensor, Whee-
lock, or Gentex) is selectable via DIP switch settings.

UL 1481 Power Supplies for Fire Al
03/29/16

Agency Listings and Apy D,ate'
These listings and approvals apply to the modules specified in
this document. In some cases, certain modules or applications
may not be listed by certain approval agencies, or listing may
be in process. Consult factory for latest listing status.

e UL Listed: S635, S674

* ULC Listed: S635 (FCPS-24S6C & FCPS-24S8C)

e CSFM Approved: 7315-0028:225

e MEA: 299-02-E

e FM Approved

Ordering Information

FCPS-24S6: 6.0 A, 120 VAC remote charger power supply.
Includes main printed circuit board, transformers, enclosure
(15”"H x 14.5"W x 2.75”D [cm: 38.1H x 36.83W x 6.985D]), and
installation instructions.

FCPS-24S6C: Same as above, ULC-listed.
FCPS-24S6R: Same as FCPS-24S6 with red enclosure.

FCPS-24S6E: 6.0 A, 240 VAC remote charger power supply.
Includes main printed circuit board, transformers, enclosure
(15”"H x 14.5"W x 2.75”D [cm: 38.1H x 36.83W x 6.985D]), and
installation instructions.

FCPS-24S8: 8.0 A, 120 VAC remote charger power supply.
Includes main printed circuit board, transformers, enclosure
(15"H x 14.5"W x 2.75”D [cm: 38.1H x 36.83W x 6.985D]), and
installation instructions.

FCPS-24S8C Same as above, ULC-listed.

FCPS-24S8R: Same as FCPS-24S8 with red enclosure.

FCPS-24S8E: 8.0 A, 240 VAC remote charger power supply.
Includes main printed circuit board, transformers, enclosure
(15"H x 14.5"W x 2.75”D [cm: 38.1H x 36.83W x 6.985D]), and
installation instructions.

ZNAC-4: Class A (Style Y) NAC option module.

EOLR-1: 12/24 VDC end-of-line relay for monitoring four-wire
smoke detector power.

BAT-1270: Battery, 12-volt, 7.0 AH (two required, see BAT
Series data sheet DN-6933).

System Sensor® and NOTIFIER® are registered trademarks of Honeywell
International Inc.

©2013 by Honeywell International Inc. All rights reserved. Unauthorized use
of this document is strictly prohibited.

IS0 9001

ENGINEERING & MANUFACTURING
QUALITY SYSTEMS

This document is not intended to be used for installation purposes.
We try to keep our product information up-to-date and accurate.
We cannot cover all specific applications or anticipate all requirements.
All specifications are subject to change without notice.

Made in the U.S. A.

For more information, contact Notifier. Phone: (203) 484-7161, FAX: (203) 484-7118.
www.notifier.com
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Wheelock® Exceder™

Horns and Strobes
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Approved with Conditions

General

The Wheelock® Exceder™ Series of notification appliances
feature a sleek modern design and numerous features includ-
ing eight candela options in one appliance, low current draw,
no tools needed for setting changes, 12/24 VDC operation,
universal mounting base and multiple mounting options.

Models with an audible feature 3 sound settings (90, 95, 99
dB). All switches to change settings can be set without the use
of a tool and are located behind the appliance to prevent tam-
pering. Wall models feature voltage test points to take read-
ings with a voltage meter for troubleshooting and AHJ
inspection.

The Wheelock® Exceder™ Series of wall and ceiling notifica-
tion appliances feature a Universal Mounting Base (UMB)
designed to simplify the installation and testing of horns,
strobes, and combination horn strobes. The separate universal
mounting base can be pre-wired to allow full testing of circuit
wiring before the appliance is installed and the surface is fin-
ished. It comes complete with a contact cover for protection
against dirt, dust, paint and damage to the contacts. The con-
tact cover also acts as a shunting device to allow pre-wire test-
ing for common wiring issues.

The contact cover is polarized to prevent it from being installed
incorrectly and prevents the appliance from being installed
while it is on the UMB. When the contact cover is removed the
circuit will show an open until the appliance is installed. The
UMB allows for consistent installation and easy replacement of
appliances if required. Wall models provide an optional locking
screw for extra secure installation, while the ceiling models
provide a captive screw to prevent the screw from falling during
installation.

Features

* Multiple voltages

¢ \oltage test points for quick troubleshooting and easy spot-
checking (wall models only)

* 3 audible settings (90, 95, 99 dB)
¢ 8 Candela settings
— Wall - 15/1575/30/75/95/110/135/185
- Ceiling - 15, 30, 60, 75, 95, 115, 150, 177
* Finger-slide switches
* Sleek modern aesthetics
¢ Common base for wall and ceiling with 5 mounting options:
—1-gang
—2-gang
— 4 inch square
- 3.5 inch octagonal
— 4 inch octagonal

Compatibility and Requirements

* Synchronize using Wheelock Sync Modules, or panels with
built-in Wheelock patented sync protocol.

* Compatible with UL “Regulated Voltage” using filtered VDC
or unfiltered VRMS input voltage

* Strobes produce one flash per second over the Regulated
Voltage range.

03/29/16
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General Notes

e All candela ratings represent minimum effective strobe
intensity based on UL Standard 1971.

¢ Series Exceder Strobe products are Listed under UL Stan-
dards 1971 and 464 for indoor use with a temperature
range of 32°F to 120°F (0°C to 49°C) and maximum humid-
ity of 93% (+ 2%) UL 464 (85% UL 1971).

¢ Series Exceder horns are under UL Standard 464 for audi-
ble signal appliances (Indoor use only).

¢ Product naming conventions: The Exceder line’s model
codes break down into easy-to-remember codes.
HN = Horn, ST = Strobe, HS = Horn-strobe, C = Ceiling
Mount, W = White, and R = Red. So “STRC” can be read as
“Strobe, Red, Ceiling-mount.”., and “HSW” is “Horn-strobe,
white, wall-mount.”

* Refer to your fire alarm panel or power supply manual when
calculating the number of devices allowed per circuit.

Architects/Engineers Specifications

The notification appliances shall be Wheelock Exceder Series
HS Audible Strobe appliances, Series ST Visual Strobe appli-
ances and Series HN Audible appliances or approved equals.
The Series HS and ST Strobes shall be listed for UL Standard
1971 (Emergency Devices for the Hearing-Impaired) for Indoor
Fire Protection Service. The Series HS and HN Audibles shall
be UL Listed under Standard 464 (Fire Protective Signaling).
All Series shall meet the requirements of FCC Part 15 Class B.
All inputs shall be compatible with standard reverse polarity
supervision of circuit wiring by a Fire Alarm Control Panel
(FACP) with the ability to operate from 8 to 33 VDC. Indoor
wall models shall incorporate voltage test points for easy volt-
age inspection.

The Series HS Audible Strobe and ST Strobe appliances shall
produce a flash rate of one flash per second over the Regu-
lated Voltage Range and shall incorporate a Xenon flashtube
enclosed in a rugged Lexan® lens. The Series shall be of low
current design. Where Multi-Candela appliances are specified,
the strobe intensity shall have 8 field selectable settings at 15,
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15/75, 30, 75, 95, 110, 135, 185 candela for wall mount and
15, 30, 60, 75, 95, 115, 150, 177 candela for ceiling mount.
The selector switch for selecting the candela shall be tamper
resistant. The 15/75 candela strobe shall be specified when 15
candela UL Standard 1971 Listing with 75 candela on-axis is
required (e.g. ADA compliance). Appliances with candela set-
tings shall show the candela selection in a visible location at all
times when installed.

shall been round and have a low pr¢
6.68" x 2.63" D. Series HNC ceiling s
6.68" x 1.50" D.

SYNCHRONIZATION

When synchronization is required, the
patible with Wheelock®is SM, DSM
lock® Power Supplies or other man
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The audible shall have a minimum of three field selectable set-
tings for dBA levels and shall have a choice of continuous or
temporal (Code 3) audible outputs.

MOUNTING OPTIONS

The Series HS Audible Strobe, ST Strobe and Series HN Audi-
ble shall incorporate a patented Universal Mounting Base that
shall allow mounting to a single-gang, double-gang, 4" square,
3.5" octagonal, 4" octagonal or 100mm European type back
boxes. Two wire appliance wiring shall be capable of directly
connecting to the mounting base. Continuity checking of the
entire NAC circuit prior to attaching any notification appliances
shall be allowed. Product shall come with contact cover to pro-
tect contact springs. Removal of an appliance shall result in a
supervision fault condition by the Fire Alarm Control Panel
(FACP). The mounting base shall be the same base among all
horn, strobe, horn strobe, wall and ceiling models. All notifica-
tion appliances shall be backwards compatible.

PHYSICAL SPECIFICATIONS

The Series HS and ST wall models shall have a low profile
measuring 5.24" H x 4.58" W x 2.19" D. Series HN wall shall
measure 5.24" H x 4.58" W x 1.6" D. The Series HSC and STC

Specification & Ordering Information

built-in Wheelock® Patented Sync Pro 03/29/16

not drift out of synchronization at any i Date:
the sync protocol fails to operate, the c.cov crien .
non-synchronized flash-rate and still maintain one flash per
second over its Regulated Voltage Range. The appliance shall
also be designed so that the audible signal may be silenced
while maintaining strobe activation when used with Whee-
lock® synchronization protocol.

Standards and Codes

Modules in this series comply with UL Standard 1971, UL
Standard 464, California State Fire Marshal (CSFM), and ULC.

Agency Listings

These listings and approvals apply to the modules specified in
this document. In some cases, certain modules or applications
may not be listed by certain approval agencies, or listing may
be in process. Consult factory for latest listing status.

¢ UL Listed: S5391 (Strobes); E5946 (Horns, Horn/strobes).
e ULC Listed

* CSFM Listed: 7125-0785:168.

Model Strobe Candela 12/24 VDC Mounting Options
Horn Strobes
HSR 15, 15/75, 30, 75, 95, 110, 135, 185 X Universal Mounting Base
HSW 15, 15/75, 30, 75, 95, 110, 135, 185 X Universal Mounting Base
HSRC 15, 30, 60, 75, 95, 115, 150, 177 X Universal Mounting Base
HSWC 15, 30, 60, 75, 95, 115, 150, 177 X Universal Mounting Base
Strobes
STR 15, 15/75, 30, 75, 95, 110, 135, 185 X Universal Mounting Base
STW 15, 15/75, 30, 75, 95, 110, 135, 185 X Universal Mounting Base
STRC 15, 30, 60, 75, 95, 115, 150, 177 X Universal Mounting Base
STWC 15, 30, 60, 75, 95, 115, 150, 177 X Universal Mounting Base
Horns
HNR — X Universal Mounting Base
HNW — X Universal Mounting Base
HNRC — X Universal Mounting Base
HNWC — X Universal Mounting Base
*12 VDC models feature 15 and 15/75 settings
NOTE: Due to continuous development of Cooper Wheelock products, specifications and offerings are sub-
ject to change without notice in accordance with Cooper Wheelock Inc., dba Cooper Notification standard
terms and conditions.

Notifier® is a registered trademark of Honeywell International Inc.

Exceder is a trademark and Wheelock® is a registered trademark of Cooper
Notification.

©2010 by Honeywell International Inc. All rights reserved. Unauthorized use
of this document is strictly prohibited.

This document is not intended to be used for installation purposes.
We try to keep our product information up-to-date and accurate.
We cannot cover all specific applications or anticipate all requirements.
All specifications are subject to change without notice.

Made in the U.S. A.

For more information, contact Notifier. Phone: (203) 484-7161, FAX: (203) 484-7118.
www.notifier.com
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NBG-12 Series

Non-Coded Conventional Manual
Fire Alarm Pull Stations

General

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

03/29/16

The NOTIFIER NBG-12 Series is a cost-effective, feature-
packed series of non-coded manual fire alarm pull stations. It
was designed to meet multiple applications with the installer and
end-user in mind. The NBG-12 Series features a variety of mod-
els including single- and dual-action versions.

The NBG-12 Series provides an alarm initiating input signal to
conventional fire alarm control panels (FACPs) such as the
SFP Series, and to XP Transponders. lts innovative design,
durable construction, and multiple mounting options make the
NBG-12 Series simple to install, maintain, and operate.

Features

* Aesthetically pleasing, highly visible design and color.

* Attractive contoured shape and light textured finish.

* Meets ADA 5 Ib. maximum pull-force.

e Meets UL 38, Standard for Manually Actuated Signaling Boxes.

* Easily operated (single- or dual-action, model dependent), Construction
yet designed to prevent false alarms when bumped, shaken,

:f.“'!_;uu'nntn

6643cov.jpg

or jarred. ¢ Cover, backplate and operation handle are all molded of
e PUSH IN/PULL DOWN handle latches in the down position to durable polycarbonate material.
clearly indicate the station has been operated. * Cover features white lettering and trim.
e The word “ACTIVATED” appears on top of the handle in * Red color matches System Sensor's popular SpectrAlert®
bright yellow, further indicating operation of the station. Advance horn/strobe series.
¢ QOperation handle features white arrows showing basic opera-
tion direction for non-English-speaking persons. Operation
* Braille text included on finger-hold area of operation handle The NBG-12 manual pull stations provide a textured finger-hold
and across top of handle. area that includes Braille text. In addition to PUSH IN and PULL
* Multiple hex- and key-lock models available. DOWN text, there are arrows indicating how to operate the sta-

* U.S. patented hex-lock needs only a quarter-turn to lock/  tion, provided for non-English-speaking people.

unIoF:k. . . . . Pushing in and then pulling down on the handle activates the
* Station can be opened for inspection and maintenance with-  pormally-open alarm switch. Once latched in the down position,

out initiating an alarm. the word “ACTIVATED” appears at the top in bright yellow, with a
* Product ID label viewable by simply opening the cover; label  portion of the handle protruding at the bottom as a visible flag.
is made of a durable long-life material. Resetting the station is simple: insert the key or hex (model
¢ The words “NORMAL” and “ACTIVATED” are molded into the = dependent), twist one quarter-turn, then open the station’s front
plastic adjacent to the alarm switch (located inside). cover, causing the spring-loaded operation handle to return to
* Four-position terminal strip molded into backplate. its original position. The alarm switch can then be reset to its

normal (non-alarm) position manually (by hand) or by closing

* Terminal strip includes Phillips combination-head captive 8/32 N . . .
the station’s front cover, which automatically resets the switch.

screws for easy connection to Initiating Device Circuit (IDC).
* Terminal screws backed-out at factory and shipped ready to . .
accept field wiring (up to 12 AWG/3.1 mm2). Specifications

e Terminal numbers are molded into the backplate, eliminating PHYSICAL SPECIFICATIONS:
the need for labels. :

* Switch contacts are normally open. pull station SB-10 SB-I/0 wWBB WP-10
* Can be surface-mounted (with SB-10 or SB-I/O) or semi- 5500in. | 5500in. | 5.601in. | 4.25in. [ 6.000in.
flush mounted. Semi-flush mount to a standard single-gang, H (13.97 cm) | (13.97 cm) | (14.23cm) | (10.79 cm) | (15.24 cm)

double-gang, or 4" (10.16 cm) square electrical box. 21210 41250 12220n A5 1690 n
* Backplate is large enough to overlap a single-gang backbox w (10.467 cm) | (10.478 cm) | (10.72 cm) | (10.79 cm) | (11.913 cm)

CUtQUt by 1./2 .(1'27 o). p| 1:3%in. 1.375 in. 1.439 in. 1.75in. 2.000 in.
* Optional trim ring (BG12TR). (3531 cm) | (3.493cm) | (3.66cm) | 4.445cm) | (5.08 cm)
* Spanish versions (FUEGO) available (NBG-12LSP, NBG-12LPSP). 5643dm2. 1D
* Designed to replace the legacy NBG-10 Series.
* Models packaged in attractive, clear plastic (PVC), clam- ELECTRICAL SPECIFICATIONS:

shell-style, Point-of-Purchase packages. Packaging includes  Switch contact ratings: gold-plated; rating 0.25 A @ 30 VAC or
a cutaway dust/paint cover in shape of pull station. VDC. Auxiliary contact circuit (Terminals 3 & 4, NBG-12LA):
rated to 3.0 A @ 30 VAC or VDC.
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ENGINEERING/ARCHITECTURAL SPECIFICATIONS

Manual Fire Alarm Stations shall be non-code, with a key- or
hex-operated reset lock in order that they may be tested, and so
designed that after actual Emergency Operation, they cannot be
restored to normal except by use of a key or hex. An operated
station shall automatically condition itself so as to be visually
detected as activated. Manual stations shall be constructed of
red colored LEXAN (or polycarbonate equivalent) with clearly
visible operating instructions provided on the cover. The word
FIRE shall appear on the front of the stations in white letters,
1.00 inches (2.54 cm) or larger.* Stations shall be suitable for
surface mounting on matching backbox SB-10 or SB-I/O; or
semi-flush mounting on a standard single-gang, double-gang, or
4" (10.16 cm) square electrical box, and shall be installed within
the limits defined by the Americans with Disabilities Act (ADA) or
per national/local requirements. Manual Stations shall be Under-
writers Laboratories listed.

NOTE: *The words “FIRE/FUEGO” on the NBG-12LSP and NBG-
12LPSP shall appear on the front of the station in white letters,
approximately 3/4" (1.905 cm) high.

Pre-Signal Models

The NBG-12LPS and NBG-12LPSP pull stations are non-coded
manual pull stations which provide a FACP with two normally
open alarm initiating input signals. “Pre-signal” input is activated
by pushing in, then pulling down, the dual-action handle. A “gen-
eral” alarm input signal can be manually activated via a momen-
tary rocker switch mounted inside the unit. This general alarm
switch can only be accessed by opening the cover with the sup-
plied key/lock. See diagram at right.

Agency Listings and Approvals

The listings and approvals below apply to the NBG-12 Series

pull stations. In some cases, certain modules may not be listed

by certain approval agencies, or listing may be in process. Con-

sult factory for latest listing status.

e C(UL)US Listed: file S692.

e CSFM approved: file 7150-0028:199.

* FM approved (except NBG-12LPS, NBG-12LPSP).

* MEA approved: file 67-02-E (NBG-12, NBG-12L, NBG-12LOB,
NBG-12LA).

* Lloyd’s Register type approved: file 93/60141 (E3) (NBG-12,
NBG-12L, NBG-12LA, NBG-12LOB, NBG-12S).

¢ U.S. Coast Guard approved: files 161.002/23/3 (AFP-200 with
NBG-12, NBG-12L, NBG-12S); 161.002/42/1 (NFS-640 with
NBG-12, NBG-12L, NBG-12S); 161.002/27/3 (AFP1010/
AM2020 with NBG-12, NBG-12L, NBG-12S).

* Patented: U.S. Patent No. D428,351; 6,380,846; 6,314,772;
6,632,108.

Product Line Information

NBG-12S: Single-action pull station with pigtail connections,
hex lock.

NBG-12: Dual-action pull station with SPST N/O switch, screw
terminal connections, hex lock.

NBG-12L: Dual-action pull station with SPST N/O switch,
screw terminal connections, key lock.

NBG-12LSP: Same as NBG-12L with English/Spanish (FIRE/
FUEGO) labeling.

NBG-12LPS: Dual-action pull station with pre-signal option.

NBG-12LPSP: Same as NBG-12LP¢
(FIRE/FUEGO) labeling.

NBG-12LOB: Dual-action pull station
applications listings (NBG-12L0O), and b
indoor/outdoor backbox, and sealing
mount to WP-10 weatherproof backbox
NOTE: NBG-12L0O not available separate
NBG-12L0O + approved backbox = NBG-:
Outdoor applications listings apply to NB:

Reviewed for Code Compliance
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NBG-12LA: Dual-action pull station witt Date:
tor contacts.

SB-10: Surface-mount backbox, metal.
SB-1/0O: Surface-mount backbox, plastic. (Included with NBG-
12LOB.)

BG12TR: Optional trim ring for semi-flush mounting.

WP-10: Outdoor use backbox.

17021: Keys, set of two. (Included with key-lock pull stations.)
17007: Hex key, 9/64". (Included with hex-lock pull stations.)

NOTE: For addressable NBG-12LX models, see data sheet
DN-6726.
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We try to keep our product information up-to-date and accurate.
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