
CDT ASSUMES NO LIABILITY FOR CHANGES


THE CONTRACTOR/OWNER ASSUMES ALL RESPONSIBILITY


AND/OR REVISIONS MADE TO PLANS BY CLIENT AND/OR CONTRACTOR.


ALL DRAWINGS, PLANS, SKETCHES ETC. ARE PROVIDED TO OUR

CLIENTS BASED UPON INFORMATION PROVIDED BY THE CLIENT

AND DRAWN IN ACCORDANCE WITH COMMON BUILDING PRACTICES


ARE NOT REGISTERED ARCHITECTS, ENGINEERS OR LAND


BY CLIENT AND/OR CONTRACTOR BEFORE ACTUAL CONSTRUCTION

BEGINS. IF DIMENSIONS AND SPECIFICATIONS ARE NOT VERIFIED

BY CLIENT AND/OR CONTRACTOR BEFORE ACTUAL CONSTRUCTION


AND LOCAL CODES. NONE OF THE EMPLOYEES OF CDT


SURVEYORS. ALL DIMENSIONS AND SPECIFICATIONS SHOULD BE VERIFIED


BEGINS CDT WILL BE HELD HARMLESS


FOR LOCAL CODE COMPLIANCE.


NOTE:


1 . Contractor/owner responsible for securing all necessary permits.


2. Contractor/owner will Comply with all applicable codes and ordinances.


3. Contractor/owner to verify all site grades and dimensions.


ROOF & ROOF


FRAMING PLANS
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CODE:         IRC 2009


TOWN                 PORTLAND


SCALE:         As Noted


DRAWN:               JJO


DATE:           09-24-15
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ROOF PLAN 
SCALE: 1 /4"=1 '-0"


ROOF FRAMING PLAN

SCALE: 1 /4"=1 '-0"


1 .   Building Code:  This Building is Designed to Comply with the 2009 Edition of the

International Building Code IBC 2009. The 2005 Edition of ASCE-7, "Minimum Design Loads for

Buildings and Other Structures.


2.  Design Loads:


      Design Wind: Location: Kennebunkport, Maine

      Wind Load (Per IBC Section 1 609):

      Basic Wind Speed V = 1 1 0 MPH


Wind Exposure Factor = B

            Importance Factor I = 1 .0


Components and Cladding

A. Net Design Wind Pressure For a Wall Element:


᐀ ᄀ 䐀̀圀 儀̀刀儀က嘀䐀伀䰀䠀儀圀 䐀̀唀䠀䐀嘀 က̀̀̀ ㌀儀䠀圀̀⟐̀錀ᔀ᠀ 匀̀嘀䤀

2. at salient areas ̀̀ က̀̀ ㌀儀䠀圀̀⟐̀錀ᔀᰀ 匀̀嘀䤀


      Design Roof Snow:

Live Load: 50 PSF Plus Snow Drift Loading Where Applicable

(Per Section 1 608)


                   Snow Exposure Factor Ce = 1 .0

 Snow Thermal Factor Ct = 1 .1


                   Importance Factor = 1 .0

Dead Load: - 1 2 PSF


 Deign Seismic:

Occupancy Category = II

Soil Site Class 'D'

I(E) = 1 .0

S(DS) = .326

S(D1 ) = .1 1 5

Seismic Design Category = B

Basic Seismic Force Resisting System =

Light Framed Wall Systems Using Shear Panels.


Floor Loads

Live:


1 st Floor Area  - 40 PSF

2nd Floor Area  - 30 PSF


Dead:

Floor - 1 2 PSF
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