1 Reviewed for Code Compliance
PROPERTY OF T,
Date:J@1/16
NEW STRUCTURE EXISTING AND NEW STRUCTURE EXISTING STRUCTURE %
g
342" =
sl L ey 4| Ol ey 4.8 Ly | 2gh o
5-10 3-1 , 30 L 2 , 3-0 L 4 , 3-0 L 4 —
NOTES: ®
-
SPREAD FOOTINGS SHALL BEAR ON UNDISTURBED SOIL HAVING AN ALLOWABLE 7 o
BEARING CAPACITY OF | .5 TONS PER SQUARE FOOT. CONC. STEM WALL UST .g (=)
r-—————— — —— | — — — — —— T — — — — I e T BE SET IN ABOUT 4! £ g
IF BEARING MATERIALS WITH A LOWER BEARING CAPACITY THAN 1.5 TONS PER — , _ — _ — , -3
SQUARE FOOT ENCOUNTERED AT THE SPECIFIC ELEVATION THE ENGINEER 1S TO BE : g . I . I_— , T —— I . . ] (NCESVNEIRQEEO&LOB\?QE?S@ OTHfT % "
NOTIFIED. Y+t 4|T-r+-+--—+—-—— . -
: | | CONT. 10'%20" STRIP FOOTING | | THE EXISTING @ =
THE CONTRACTOR SHALL COORDINATE AND VERIFY ALL DIMENSIONS AND FIELD = | | UP 4" CONC. SLAB A | g L
CONDITIONS AND SHALL REPORT ANY DISCREPANCIES TO THE STEEL FABRICATOR... Al | T 19 W | i ———g g 2 €
| WITH 6X6 - 1Yo W.W.M | o ®
I R i e e OVER COMPACTED | -
NO FOUNDATION WALLS SHALL BE PLACED IN WATER OR FROZEN GROUND. ! = : A : / GRAND. FILL, TYP. o ‘5
T _ CONC. WALL THICKNESS N o
FOOTINGS SHALL BE PROTECTED AGAINST FROST UNTIL PROJECT IS COMPLETE.. -l T T T T T T | | T AS NOTED. ALL CONC.
o | | © FOOTINGS MIN. 020" STORAGE AREA
ALL FILL SHALL BE CLEAN AND GRANULAR AND SHALL BE COMPACTED TO 95% | —
DENSITY AS PER ASTM D698 AT OPTIMUM MOISTURE CONTENT IN LAYERS NOT TO | | I 230’30 CONC. PAD =
EXCEED 8" IN DEPTH OF FILL TO BE 16" MIN. 5 : | 3.1/2" STEFL LALLY COL. o
a—) 2I_ n
STRUCTURAL BACKFILL SHALL MEET THE FOLLOWING GRADUATION REQUIREMENTS. | | Tﬂ STORAGE AREA %
| _ I 2'x30'x30 CONC. PAD o
| % : | 3.1/2" STEEL LALLY.CO) S
SIEVE DESIGNATION % BY WEIGHT PASSING SQUARE MESH SEIVE | i < | , ©
3-INCH Yolo) o) -6' =
| J4-INCH 25-70 "4 | | =
#40 20-45 4] ] L——dly—r——7 g r— -
! & | | —— —— ——
ALL FOUNDATION WALLS SHALL BE BRACED DURING BACKFILL AND TAMPING ) | | | | | r B r B r B -
OPERATIONS = | | | | | | | @
: 5 | | P N I 9 . ° . &
CONCRETE WORK SHALL CONFORM THE THE LATEST BUILDING CODE REQUIREMENTS | : L L L _ | a
FOR REINFORCED CONCRETE. : | 312" STEEL LALLY COL.
. CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 3000 PS| AT 28 | |5 12'x30x30 GONC. PAD
DAYS WITH A MINIMUM SLUMP OF 4-INCHES AND AIR ENTERTAINMENT OF 4 TO 6%. | | =
THE USE OF CALCIUM CHLORIDE IS NOT RECOMMENDED. PROVIDE PROPER ) o
CONCRRETE PROTECTION OF HEAT IN COOL WEATHER AND MAINTAIN PROPER CURING iy e |
PROCEDURES IN ACCORDANCE WITH THE A.C.I. AT ALL TIMES. e | |
|
. STEEL REINFORCEMENT SHALL CONFORM ASTM GRADE &0. | | g-2' 4-0" 5-¢" 6-0' 4L Q
|
. ALL REINFORCING BARS SHALL BE COLD BENT IN ACCORDANCE TOP THE PROPER RADII | | CONT. 10'%20" STRIP FOOTING
ESTABLISHED BY THE A.C.1. | |
| Wl - - - - _ __ __ __ __ __ -
. WHERE CONTINUOUS BARS ARE CALLED FOR, THE SHALL BE RUN CONTINUOUSLY | T |
AROUND CORNERS W/2'x2' CORNER BARS AND LAPPED AT NECESSARY SPLICES. LAPS | I . !
SHALL BE 40 BAR DIAMETERS UNLESS OTHERWISE NOTED. - —- |
| o ,3|_O|| [jl]
. INSTALLATION OF REINFORCEMENT SHALL BE COMPLETED AT LEAST 24 HOURS PRIOR | | = 7 —— ———
TO SCHEDULED CONCRETE PLACEMENT. | L ﬁéé%éﬂ/ %
| - """ " —-” " -/ —/ —/ —/ —/ 00 ] - —_
. PLACEMENT OF CONCRETE POURS FOR FOUNDATION WALLS SHOULD NOT EXCEED 60 NP = - =] 5 4 s 4 =
FEET IN LENGTH AND CONTINUOUS REINFORCING (40 BAR DIAMETERS MINIMUM) o _ _ 1 -
THROUGH THE CONSTRUCTION JOINT. CONT. 10'%20" STRIP FOOTING Q_) >\
>
. SAW CUT SLAB INTO 0% | 0' BAYS. SAW CUT DEPTH OF ONE-FIFTH OF THE SLAB 8.0 3.0 o0 3L 4.0 - < - )
THICKNESS. 1 1 . . ) Q%) |
I Al - _l
. HAVE CONCRETE SUPPLIER ADD NYLON FIBERS TO CONCRETE FLOOR MIX, IF 34-2 - < Q
REQUIRED. _6 Q) O _‘_;»
. GROUT TO BE NON-SHRINK. AND NON-METALLIC WITH A MINIMUM COMPRESSIVE l:O U N DATI O N IDLAN AN -%7 DS: -
STRENGHT OF 5000 PS| AT 28 DAYS. < - Q
. ALL POURED | ANCHOR BOLTS TO BE | 5" LONG W/2" TAILS. SCALE: [/4"=|'-O" R = a‘) Q%
(D)
Eao 0O ©
OS2 09
— -
2x6 P.T. PLATE w2' DIA.
ANCHOR BOLTS 20 £ B8
@ 48' 0.C. N [\ O E
8" CAST-IN PLACE CONC. L0 m
STEM WALL
> O] O
STEEL COLUMN TOP OF CONC. WALL —- m :33 2
' - (2) @5 VERT. @ CORNERS.
| 2'x20" CONT. STRIP FOOTING ) (1) #4 HORIZ. @ MAX |2 " FROM TOP
4" CONC. SLAB ON GRADE (1) #4 HORIZ @ MID SPAN OF WALL.
] WRAP COL. W/ ' FLEXIBLE FOAM i , YOENOEN ‘?
| WATERPROOF BASE PL. BOLTS & o ) | =
; S<T COL W ASPHALTIC MASTIC 5 o ° ==
> |-1/2" NON-SHRINK GROUT &l D R 4 CONC. SLAB = =2
X W W | W
Al WeEE.9 3 2.9 MEST FOUNDATION SYSTEM oo
; . % 6 MIL VAPOR BARRIER Xl o
o] &\ LAP JOINTS &' 0n OO
IR N &' CRUSHED GRAVEL g:c aQ
| 2'(SEE PLAN) CONC. COLUMN PAD = c:/)) c:/g
L
#45 @ 12" 0.C. EA WAY X PR
O
CAULK JOINTS BETWEEN Z < m
SLABS AND VERT. WALLS TYP.
PROVIDE MIN &' THERMAL BREAK v ©
TYPICAL COLUMN PAD [YPICAL STRIP FOOTING w5 &
- N ';: NN
SCALE |/2||: I I_OII SCALE |/2||: , |_O|| BTM OF CONC. WALL —- St T I 8 8
4" CONC. SLAB CODE: IRC 2009
W66-W2.9 x W2.9 MESH TOWN CORTLAND
6 MIL VAPOR BARRIER
LAP JOINTS €' DATE: 09-24-15
6" CRUSHED GRAVEL
SCALE: As Noted
DRAWN: JJO
NOTE:
YPICAL FROST WALL IR TITLE:
THE CONTRACTOR/OWNER ASSUMES ALL RESPONSIBILITY
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/ ALL DRAWINGS, PLANS, SKETCHES ETC. ARE PROVIDED TO OUR EXISTING
CLIENTS BASED UPON INFORMATION PROVIDED BY THE CLIENT
AND DRAWN IN ACCORDANCE WITH COMMON BUILDING PRACTICES CONDITIONS
AND LOCAL CODES. NONE OF THE EMPLOYEES OF CDT
ARE NOT REGISTERED ARCHITECTS, ENGINEERS OR LAND
SURVEYORS. ALL DIMENSIONS AND SPECIFICATIONS SHOULD BE VERIFIED
BY CLENT ANDIOR CONTRACTOR BEFORE ACTUAL CONSTRUCTION I. Contractor/owner responsible for securing all necessary permits.
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