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Inspections Division

Technical Specifications Vi Eg MIANN .

Vitodens 100-W B1HA, B1KA
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g Dimensions Vitodens 100-W, BTHA series and B1KA Combl boiler
b
b I J—
o ) a  %7-both sides Legend
oy = of the boiler A Condensale drain, plastic hose @ 1 in.
i ® ® . B Boiler water supply, NPT % in. (male thread)
i v b 163 C Gas connection, NPT % in. {male thread)
| O | c 2 5" D Boiter water return, NPT % in. [male thread)
1u E Combustion air opening for doubie pipe system
i d 27% N . .
I 10 ’ F Combustion air opening for coaxial system
i e 4 G - For BIHA series, DHW tank heating supply,
0 ' H i i g MPT % in, (male thread)
E_:' 15 %> - For B1KA combi, DHW, NPT % in, (male thread)
Lo g " H - For B1HA saeries, DHW tank heating retura,
8 k h 5" NPT % in. {male thread}
i 9% minimum -For !31 KA combi, DHW, NPT % in. {male thread)
) | Opening for pressure ralief valve
J 1 1/8"
7 yan
T | 3 %"
e m 2%
Front view Side view Top view
Vitodens 100-W B1HA, B1KA
Vitodens BiHA B1HA B1KA
Model 26 ki 35
Maximum Input (NG} MBH 94 ) 125 126
Minimum input {NG) MBH 21 21 21
NET AHRI Rating MBH 76 - 10 101
AFUE % a5 95 96
Overall Dimensions
Depth inches 18,76 15.75 1575
Width inches 16.76 16.75 ©1b7b
Height inches 30.26 30.25 30.25 L] ol
A g | [Grro-apd
Weight ibs 79.4 79.4 90 oc | ewn
®
Boiler water content usG 1.02 102 102
Legend
Heat exchanger surface ft* 12.96 12.96 12.96
Maximum operating pressure psig 45 45 45 (&) - DHW tenk heating supply for B1HA bollers
- ~ DHW for B1KA boiler
Minimum gas supply pressure ‘ - DHW tank heating return for BYHA boilers
Maturai Gas WG, 4 4 4 - DCW for B1KA boiler
LPG "w.c. 10 10 10 BWR  Boiler water return
: . . BWS  Boiler watsr supply
Boiler water temperature maxinmum F 176 176 76 BD Boiler drain
. . BF Bailer fill
Adjustable high limit {AHL) range . Y ~ . .
sp;ce heating [steady state) F B6-176 86-176 86-176 GC  Gas connection
PRV  Pressura relief valve
Bofler connections PG ?res_sure gauge
VC  Venting connection
Gas valve connection NPTM % 3 3 IG Tempersture gauge
Field supplied
Boller heating supply and return NPTM % % % Standard boiler equipment includes
Vent connections’ m wall-mount boiler and installation fittings
ofw 30 psig relief valve
W pressure gauge
2-Pipe vent {PPS/CPVCE @ inches 2 2 2 W gas shut-off valve
m twe fill/drain valves
2-Pipe intake (PPS/CPVC or PVCY @ inches 2 2 2 = all mounting hardware
» outdoor temperatura sensar
m tank tamperature sensor (B1HA)
Coaxial & inches {mm) 2/4 (60/100) 2/4 (60/100} 2/4 {60/100) m DHW 150 psi refief valve {B1KA}
= Vent lengths up to 200'
* For detailed information refer to the Vitodens Venting System Installation Instructions.
21f usi , order ad ber 7134769 . .
using CPVC, order adapter number Viessmann Manufactusing Company {U.S.), Inc
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