4 Eg MANN, VITODENS 100-Ws

77777 Gas-fired wall-mounted condensing boiler
37 to 118 MBH / 10.8 to 34,6 kW

Technical Data Manual

Model Nos. and pricing: see Price List

VI ODEMD

Vitodens 100-W

WRB1B Series

Gas-Fired Wall-Mounted Condansing Boiler

with modulating stainless steet MatriX oylinder
burner and stainless steel Inox-Radial heat exchanger
for room air independent operation

{using a direct vent system} or room

air dependent operation ceaiirite
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Product information
Cross-Section

Legend

Stainless steel MatriX cylinder burner

(B) Inox-Radial stainless stael heat
exchanger

(€} Burner blower

() Gas and hydronic connections

(E} Boiler control

Standard Equipment:

Wall-mount boiler and installation fittings
cfw 30 psi pressure relief valve, pressure
gage, gas shut-off valve, two fill/drain
valves, all mounting hardware, outdoor
temperature sensor, and LP conversion kit.

Product may not look exactly as illustrated,
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Appendix

Coaxial PPs Vent System

lndependent Ope_ tioh
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Other Available Vent Pieces
not shown in illustration above

© - 45° Elbow (Setof 2)
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1 pps coaxial vent material must be ULC S-636 certified for Category IV boilers. Do not mix non-ULC 5-636 with ULC 5-636 venting.

Side wall venting installation must include Viessmann Protective Screen!
2 order T Mounting Clip for each straight length of vent pipe installed.

» Do not include First 80° elpow in equivalent vent length calculations (this applies to alf vent materials).
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» A maximum of § elbows may be installed in the vent sysiem; do not exceed maximum equivalent vent Jength.

» Afways follow Viessmann venting installation instructions 5368 815.
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