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MARTIN'S POINT HEALTHCARE

BUILDING #7
RENOVATION &
ADDITION

PORTLAND, MAINE
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PHASE TWO,
(ADDITION)

GENERAL DEMOLITION NOTES:

SEE NOTES AND LEGEND ON
SHEET A10.1

ROOF PLAN
1/8" = 10"

—_

COVER

GASKET (ALL
AROUND) NOTE:

PROVIDE OSHA APPROVED
HATCH AND ACCESSORIES.
REFER TO MOST CURRENT
OSHA REGULATIONS FOR

REQUIREMENTS.

SPRING LATCH
WITH INSIDE-
OUTSIDE HANDLES
AND PADLOCK
HASP

LADDER SAFETY
POST —\
12" TO 6 1/2"

SEE NOTE 2
STAINLESS
STEEL \

COVER LINER

WATER CUT-OFF MASTIC
PRE-MOLDED PIPE SEAL

ROOF MEMBRANE

ROOF INSULATION

IN-SEAM SEALANT, SEE NOTE 3
LAP SEALANT

COMBINATION
LOCK STRIKE AND
PADLOCK HASP

CURB WITH
INTEGRAL CAP
FLASHING

ROOFING
MEMBRANE
ADHERED TO
HATCH,
CONTINUOUSA

RED VINYL GRIP
CLAMPING RING :

SPLICING
CEMENT

AUTOMATIC HOLD OPEN
ARM AND COVER RELEASE

INSULATED
HATCH COVER

ROOFING —
MEMBRANE %
LAP '

HINGE
INSULATED

Drawing Scales

As indicated

LIFTING MECHANISM WITH
REINFORCED COMPOSITE
TUBES AND ELASTROFORM
COMPRESSION SPRINGS

CURB PER

MANUFACTURER NOTES:

1. PRE-MOLDED PIPE SEAL MUST HAVE INTACT RIB AT TOP EDGE, REGARDLESS
OF PIPE DIAMETER.

2. APPLY IN-SEAM SEALANT 1/2" (13 mm) FROM INSIDE EDGE OF PIPE SEAL
FLANGE.

3. DECK FLANGES OF THE PRE-MOLDED PIPE FLASHING SHALL NOT BE
OVERLAPPED, CUT OR APPLIED OVER ANY ANGLE CHANGE.

4. PIPE MUST BE ANCHORED TO BOTTOM SIDE OF DECK TO ASSURE STABILITY

5. IF THE FLANGE OF PIPE BOOT OVERLAPS A FIELD OR FACTORY SEAM
INSTALL AS PER MANF. REQUIREMENTS

———_]

WALL ATTACHED
LADDER

4/6/12
Mark Date

ISSUED FOR BID
Description

ROOF HATCH
11/2"=1-0"

VENT PIPE PENETRATION DETAIL

B4 3" = 1'_0"

BS

Issue Dates

APPLY IN-SEAM SEALANT
CONTINUOUS AT ALL SPLICE
INTERSECTIONS

ROOF MEMBRANE LAP SEALANT
WATER CUT-OFF MASTIC WELD

ROOF MEMBRANE CLAMPING RING | nRAg?AERANE SEE MECHANICAL FREE OF ALL RUST,
DRAWINGS GREASE, ETC.

ROOF INSULATION Y < {8 | 2. DUCT MUST BE

IN-SEAM SEALANT Y . &%;g;i%i%%i%%%g‘ﬁﬁs%;%%‘%ss‘%%sss%sss‘%g%%s%ss%ss‘%&;%%%&s%g‘ﬁ%ﬁ%
WELD — LAP SEALANT ANCHORED TO BOTTOM OF
LAP SEALANT ,‘,«,\‘;;»;@' o p.
ROOF MEMBRANE J m;;m;,:ga:\‘»w ~
A
MIN. 1 1/2" LAP WELDED (T p

DECK TO ASSURE STABILITY.
MEMBRANE
T-JOINT COVER

NOTES:
1. DUCT SURFACE MUST BE

Drawing Status

SHEET METAL DUCT,

3. WOOD NAILER REQUIRED
FLASHING WHEN OUTSIDE DIAMETER
ADHESIVE OF DUCT EXCEEDS 18"
LAP SEALANT '

MEMBRANE

ROOFING
\ COVER BOARD Z

Drawing Title

3" MIN.
2" MIN.
4

ROOF PLANS

NOTES:

rd

1. MEMBRANE SPLICE PROCEDURE IS FOR o
SPLICES BETWEEN CURED EPDM SECTIONS.

2. APPLY SPLICING CEMENT OVER ENTIRE 3"
MINIMUM SPLICE AREA PRIOR TO
APPLICATION OF IN-SEAM SEALANT.

PA/PE: JLJ DrawnBy: TRJ

REFER TO BUILDING AND STRUCTURAL
DRAWINGS FOR ROOF DECK TYPE AT EACH
DRAIN LOCATION

Drawing Number

A15.1

3. IN-SEAM SEALANT SHALL BE CONTINUOUS
ALONG THE LENGTH OF THE SPLICE.

5) _—— PIPEINSULATION

——F

MEMBRANE ROOF SPLICE DETAIL, TYP.
3" = 1'_0"

ROOF DRAIN DETAIL
3" = 1'_0"

DUCT FLASHING DETAIL

A2 1 1/2" = 1!_0"

A4 AS




