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MOUNTING MODEL Drawing Title
ITEM | DESCRIPTION MANUF. HW Cw SW | SWv | IW | PIPE | BTU
HEIGHT NUMBER PLUMBING
WC—1 | WATER CLOSET 17" T0T0 CT70BEG — 1 I P — = —— | WALL MOUNTED, ADA COMPLIANT, 1.28 GPF, ELEONGATED BOWL, SANAGLOSS CERAMIC GLAZE, SC534 SEAT
WC—2 | WATER CLOSET 15" T0T0 CT708EG — 1 ¥ 7 — — —— | WALL MOUNTED, 1.28 GPF, ELEONGATED BOWL, SANAGLOSS CERAMIC GLAZE, SC534 SEAT
MINIMUM 1-1 1/2" CRUSHED STONE U=1T__| URINAL 17" TOTO UT105UG — T 2 17 — — —— | WALL MOUNTED, ADA COMPLIANT, 0.125 GPF, SANIGLOSS CERAMIC GLAZE NOTES, LEGENDS
6" THICK. SEE SITE DRAWINGS FOR [=1__| LAVATORY COUNTER MOUNTED |INTERSAN SANIWAVE 73 17 — — —— ['SOLID SURFACE, ADA COMPLIANT, HYDROPOWER SELF GENERATING SYSTEM, SENSOR FAUCET, SPOUT INTEGRATED TEMPERATURE CONTROL
e TICK. SEE SITE DRAWNCS FOR 6™4" REDUCER SK—1 | COUNTER SINK COUNTER MOUNTED [ELKAY LRAD2227 7 17 — — —— | STAINLESS STEEL, ADA COMPLIANT, 1.5 GPM, DECK MOUNTED SINGLE HOLSE WITH SIDE VALVE SINGLE MIXING FAUCET AND DETAILS
UNDER DIVISION 32 4" PERFORATED PIPE MR—1_| MOP RECEPTOR FLOOR MOUNTED | FIAT TSB 3010 /7 | 12 7 17 — — —— | 24'X24'X12" DEEP, TERRAZZO MOP RECEPTOR WITH CHICAGO FAUCET 897—CP
— e DH—1_| DRENCH HOSE WALL MOUNTED 34" | GUARDIAN G5046BP — 7 7 17 — — —— [ WALL MOUNTED, DULA PURPOSE EYEWASH/DRENCH HOSE WITH RETRACTABLE HOSE, BACKFLOW PREVENTER AND THERMOSTATIC MIXING VALVE
KEEP ENDS OF PIPE FREE 4 = 103 _SOCTION ON FD=1_| FLOOR DRAN FLUSH WITH_FLOOR | WATTS FD-100—FT6-7 — 7 2’ 1y — — —— | EPOXY COATED CAST IRON FLOOR DRAIN WITH ANCHOR FLANGE, 6" ROUND, ADJUSTABLE NICKEL BRONZE STRAINER, NO HUB OUTLET PA / PE: CG brawn By: SGH
OF STONE N EACH SIDE OF TEE WH—1_[ELECTRIC HEAT PUMP WH| SUB BASEMENT __[AO SMITH PHPT—60 1 1" —— — — — —— | HYBRID ELECTRIC HEAT PUMP WATER HEATER, ENERGY STAR RATED, ELECTRONIC USER INTERFACE, WASHABLE AR FILTER ' '
\ _ FACE HOLES DOWN SP—1_|SW SIMPLEX SUMP PUMP[SUB BASEMENT | ZOELLER 912-0116 — — 7 T — — —— | INSTALL_NEW PUMP IN WATER ENTRANCE ROOM. TO SERVE FLOOR DRAIN. .
e T /o SP—2_|SD DUPLEX SEWAGE PUMF EXTERIOR GOULDS WSO7BF — — 3 6" — — —— | INSTALL NEW PUMPS IN EXISTING SEWAGE PIT Drawing Number
s v e e e ekl Y L SP—3 |ELEVATOR PUMP ELEVATOR PIT STANCOR SE-50 — — 7 — — — —— | ELEVATOR OIL MINDER CONTROL SYSTEM WITH STAINLESS STEEL PROBE, SINGLE PLUG IN POWER, ALARM, WEATHERTIGH ENCLOSURE
I R R R A L TMV=1 | TEMP MIXING VALVE | SUB BASEMENT _|POWERS 1432-HL 7 INSTALL NEW MASTER TEMPERING VALVE IN EXISING DOMESTIC HOT WATER SYSTEM SUPPLY TO THE BUIDING.
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