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\\ \ (E) 2x4 TRUSS
WEBS (VIF)

INCLINED WEB OF TRUSS MISSING, REPLACE \ \
W/ 2x6 TIGHT BETWEEN TOP AND BOTTOM \ \
CHORD AND TIGHT TO EXISTING WEB. PROVIDE \ \
2'-0" SQUARE x %” THICK PLYWOOD GUSSET \
PLATES AT TOP AND BOTTO9M OF NEW \ \
MEMBER ON BOTH SIDES OF TRUSS. FASTEN \ \
EACH GUSSET PLATE TO TOP CHORD, BOTTOM
CHORD AND WEB W/ CONTINUOUS \ \
COSTRUCTION ADHESIVE AND 16—10d NAILS IN \ \
EACH MEMBER (TYP. BOTH SIDES OF TRUSS) \ \

(E) 2x4 BOTTOM \\ "\
CHORD (VIF) W\ A\

MISSING TRUSS WEB REPLACEMENT DETAIL X-X

1" = 1-0"

(E) 2x4 TOP
CHORD (VIF)

EXISTING FAILED OR CUT INCLINED WEB (SEE
PLANS) TO REMAIN. INSTALL 2'-0" SQUARE x %
THICK PLYWOOD GUSSET PLATES AT TOP AND
BOTTOM OF EXISTING MEMBERS ON BOTH SIDES
OF TRUSS. FASTEN EACH GUSSET PLATE TO TOP
CHORD, BOTTOM CHORD AND WEB W/
CONTINUOUS CONSTRUCTION ADHESIVE AND
16—10d NAILS IN EACH MEMBER. INSTALL 2x8
REINFORCMENT WEB OVER %" PLYWOOD GUSSETS
FASTENED THRU GUSSET PLATE INTO INCLINED
FAILED OR CUT WEB AND TOP AND BOTTOM
CHORDS W/ CONSTRUCTION ADHESIVE AND
16—16d NAILS (TYP. BOTH SIDES OF TRUSS)
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WEBS (VIF)
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FAILED OR CUT TRUSS WEB REINFORCEMENT DETAIL Y-Y

1" = 1-0"

(E) 2x4 TOP
CHORD (VIF)

/ BROKEN VERTICAL WEB. MOVE OVER AND INSTALL
(E) 2x4 VERTICAL 2'—0" SQUARE x ¥'THICK PLYWOOD GUSSET PLATE
WEB (VIF) AT TOP OF EXISTING MEMBERS ON BOTH SIDES OF
TRUSS. FASTEN EACH GUSSET PLATE TO TOP CHORD
| AND WEB W/ CONTINUOUS CONSTRUCTION ADHESIVE
AND 16—10d NAILS IN EACH MEMBER. (TYP. BOTH
SIDES OF TRUSS) SEE DETAIL Z—Z, DRAWING S2

VERTICAL TRUSS WEB REPAIRDETAIL Z-Z

1" = 1-0"
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