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Floor;

2 by 10 floor Jolsts

framed 16 on center

ro hangers needed as jolsts will be sitting an 2 by G pressure treated platewhich sits on sill seal
and all lagged 1o foundation

2 by 10 blacking down the middle of Tloar joists

1 30insulation % &)

3 adveines for Nuus shisading g anu nisen

1inch thermax on underside of floor joists far vapor barrier,

Walls:

2 by 6 framed with one bottom plate and 2 1op plates with 3 total height of B fest

windows and daors will have 2 by B headors, 3 2 by &'s with 3/2 inch plywoed in between

Any opening graater then 4 fzet will have doublz Jacks and anything under 4 feet headers will have one Jack stud
/16 osh far wall sheathing,

house wrap on entlr structure
r 21 nsulation inwalls  Please specify insulation type aa&)
Raof:

2 by 10 rafters
fr_ﬂ'm?lljjgi{ll‘:ﬁfflﬂfgl;ﬁlhhi .:!‘{) uﬁggﬂg{:}@ Em%}gﬂj!@ggﬁ@nﬂﬂw tlinr fartnnad fram sabies wmbn ol i—— —f-¢

Froper vent in batwaen ratters for soffit ventilation

Interier stairs

will have 2 pt stringers

G 1/2rise

11 inch thread

42 Inches wide

Rallings

36 inthes high

ballister spacing at 3.5 inches apart

1 graspable hand rail on both side of stairs
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1inch thro=ef

The bathraom window wili have safety and glazing flass.

u values are normat standard u values for mains cotles
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Foundation

fouting dimensions and depth below grade. Minimum focting dimensions will be 87%16" 4' minimum depth.

Foundation damp praofing and drainage. | don't have any Included in my price. | figured the inside helng back flllad kigher than the autside
£ 3 Uik wurhlo't L reyulied, e Ay awachea sketcn)

Show dnder floor space ventitation as per IRC Sechion R408
Crawl space venting sizeslocations. A rasgarch naw shows that vanting erauwl pauny enuaes mMar bbb c vlien yoy lel e outsiae i .
The thought process now,

and what people are daing is creating an apening betwaen the exlsting foundation and the craw! space, This aliows
yaur the crawl space to be condltioned to the same level as the basement, and also pravides an atcess polnt. WE ALREADY HAVE A X3
OPENING THAT WiLL BE BETWEEN CRAWI SPALE AND EXISTING FOUNDATION WHERE A PREVIOUS BASEMENT WINDOW WAS

Anchor boll size and spacing. 1/2" anchar bolts spaced every &',
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