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BEDROOM
LIVING ROOM

BUILDING SECTION A-A

EXISTING 8" CMU WALL TO REMAIN

3 5/8" METAL STUDS @ 16" O.C. !
W/ UNFACED FIBERGLASS BATT INSULATION!
& 6 MIL POLY VAPOR BARRIER WITH TAPED SEAMS.!
EXTEND UP ENTIRE FACE  OF CMU UP TO CONCRETE!
 DECK ABOVE

EXISTING PRECAST CONCRETE PARKING!
DECK ABOVE TO REMAIN. INSTALL METAL!
FURRING CHANNELS @ 24" O.C. & AS SHOWN.!
ATTACH FRAMING AS REQ'D W/ TAP CON!
FASTENERS OR EQUAL W/ MAXIMUM EMBEDMENT !
OF 3/4".  USE STOPS ON ANY DRILLS TO ELIMINATE 
RISK OF OVER DRILLING AND DAMAGING STRANDS IN 
PRECAST. FINISH WITH 5/8" TYPE X MOLD 
RESISTANT GWB W/FIRE TAPED JOINTS.

5/8" MOLD RESISTANT GWB -TYPICAL!
AT ALL PARTITIONS
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FABRIC REINFORCED NEOPRENE GUTTER SYSTEM.!
INSTALL CONTINUOUS ALONG (2) PANEL JOINTS.!
EXTEND WEEP TUBES THROUGH CMU TO DIRECT!
WATER TO THE EXTERIOR AT ENDS

SCALE: 1/2" = 1'-0"

SUSPENDED ACOUSTIC TILE CEILING

EXTEND PARTITIONS !
ABOVE  CEILING AND !
BRACE AS REQUIRED

INSTALL 3" ACOUSTIC BATT INSULATION  ON!
CEILING GRID AT BEDROOMS TYPICAL

BUILDING SECTION B-B
SCALE: 1/2" = 1'-0"
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2" SPRAYED FOAM INSULATION!
APPLIED TO GWB

CIP CONCRETE WALL TO REMAIN

METAL FURRING CHANNELS!
W/ CUSTOM BENT LIGHT !
GAUGE TRACK AS SHOWN.!
ATTACH AS REQ'D W/ TAP CON!
FASTENERS OR EQUAL W/ MAXIMUM!
EMBEDMENT OF 3/4".  USE STOPS !
ON ANY DRILLS TO ELIMINATE RISK !
OF OVER DRILLING AND DAMAGING !
STRANDS IN PRECAST

2" SPRAYED FOAM!
INSULATION

5/8" TYPE X MOLD!
RESISTANT GWB

PRE-CAST CONCRETE!
DOUBLE TEE

DESIGNATES RATED PARTITION / DECK

2" SPRAYED FOAM INSULATION!
APPLIED TO GWB

BUILDING SECTION C-C
SCALE: 1/2" = 1'-0"

NEW 8" CMU W/ #5 BARS VERT!
@ 32" O.C., EA. SIDE OF DOOR, !
WALL CORNER & WALL ENDS.!
EXTEND THROUGH BOND BEAM !
OVER DOOR TO WITHIN (1)!
COURSE OF TOP OF WALL.!
PROVIDE HORIZ REINF. @ 16" !
O.C. USE CENTER SCORED!
SPLIT FACE BLOCK TO MATCH!
 EXISTING

NEW 4" FIBER REINFORCED!
CONCRETE SLAB ON GRADE

EXISTING CONCRETE SLAB!
ON GRADE
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NEW 8" REINF.!
CONCRETE WALL !
& FOOTING

#4 bar @ 32" !
O.C. Vert.

3 5/8" METAL STUDS @ 16" 
O.C.  W/ UNFACED 
FIBERGLASS BATT 
INSULATION & 6 MIL POLY 
VAPOR BARRIER WITH TAPED 
SEAMS. EXTEND UP ENTIRE 
FACE  OF CMU UP TO 
CONCRETE DECK ABOVE

(2) #5 BARS CONTIN.!
EPOXY DOWEL 4" INTO !
EXIST'G FOUNDATION

(2) #4 BARS TOP & BOT.!
EPOXY DOWEL (1) BAR TOP!
& BOT 4" INTO !
EXIST'G PC COLUMN/CMU.!
DO NOT CUT EXISTING RE-BAR

#5 X 60" BAR TO!
MATCH CMU REINF.

AT DOOR BEYOND: DROP TOP OF!
FOUNDATION WALL 8" & HAUNCH !
SLAB OVER WALL. PROVIDE (3) #4!
SLAB DOWELS INTO WALL - 24"!
HORIZ & VERT LEGS

PROVIDE 1" CLEARANCE FROM!
FACE OF BLOCK TO ADJACENT EXIST'G!
COMPONENTS

AT EXIST'G DOOR,!
THICKEN SLAB TO 8" !
& PROVIDE (3) #4!
DOWELS EPOXIED 4"!
INTO EXISTING SLAB
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BOTTOM OF NEW 
FOOTING TO MATCH 
BOTTOM OF EXIST'G!
PILE CAP/FOOTING. 
DO NOT UNDERMINE 
EXIST. FOUNDATIONS

12" MIN. COMPACTED STRUCTURAL!
FILL OVER FILTER FABRIC UNDER!
FOOTINGS + SLAB-TYPICAL.

8" BOND BEAM W/ (2) #5 BARS 
AT COURSE OVER DOOR. EPOXY 
DOWEL (1) #5 4" INTO EXIST'G 
PC COLUMN/EXIST'G CMU. AT PC!
COLUMN DO NOT CUT EXIST'G!
REBAR. AT EXIST'G CMU PROVIDE!
SCREEN TUBE IF NOT GROUTED 

NEW 8" REINF.!
CONCRETE WALL !
& FOOTING

3 5/8" METAL STUDS @ 16" 
O.C.  W/ UNFACED 
FIBERGLASS BATT 
INSULATION & 6 MIL POLY 
VAPOR BARRIER WITH TAPED 
SEAMS. EXTEND UP ENTIRE 
FACE  OF CMU UP TO 
CONCRETE DECK ABOVE

(2) #5 BARS CONTIN.!
EPOXY DOWEL 4" INTO !
EXIST'G FOUNDATION

PROVIDE 1" CLEARANCE FROM!
TOP OF BLOCK TO ALL 
SURFACES OF PC DOUBLE TEES 
& DECK.  PROVIDE BACKER ROD 
AND URETHANE SEALANTAT ALL 
JOINTS.

12" MIN. COMPACTED STRUCTURAL!
FILL OVER FILTER FABRIC UNDER!
FOOTINGS + SLAB-TYPICAL.

BOTTOM OF NEW 
FOOTING TO MATCH 
BOTTOM OF EXIST'G!
PILE CAP/FOOTING. 
DO NOT UNDERMINE 
EXIST. FOUNDATIONS

8" BOND BEAM W/ (2) #5 BARS 
AT COURSE OVER DOOR. EPOXY 
DOWEL (1) #5 4" INTO EXIST'G 
PC COLUMN/EXIST'G CMU. AT PC!
COLUMN DO NOT CUT EXIST'G!
REBAR. AT EXIST'G CMU PROVIDE!
SCREEN TUBE IF NOT GROUTED 
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#5 X 60" BAR TO!
MATCH CMU REINF.

#4 bar @ 32" !
O.C. Vert.

(2) #4 BARS TOP & BOT.!
EPOXY DOWEL (1) BAR TOP!
& BOT 4" INTO !
EXIST'G PC COLUMN/CMU.!
DO NOT CUT EXISTING RE-BAR

REPLACE EXISTING PORTION!
OF CONCRETE SIDEWALK!
DISTURBED BY EXCAVATION

NEW 4" FIBER REINFORCED!
CONCRETE SLAB ON GRADE

NEW 8" CMU W/ #5 BARS VERT!
@ 32" O.C., EA. SIDE OF DOOR, !
WALL CORNER & WALL ENDS.!
EXTEND THROUGH BOND BEAM !
OVER DOOR TO WITHIN (1)!
COURSE OF TOP OF WALL.!
PROVIDE HORIZ REINF. @ 16" !
O.C. USE CENTER SCORED!
SPLIT FACE BLOCK TO MATCH!
EXISTING
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AIR RETURN GRILLE OR EXHAUST 
REGISTER. SEE MECH. 

AIR SUPPLY GRILLE OR EXHAUST 
REGISTER. SEE MECH. 

LIGHT FIXTURES LEGEND
FIXTURES ARE SHOWN FOR LOCATION PURPOSES ONLY.  REFER TO 
ELECTRICAL DRAWINGS AND SPECIFICATIONS FOR MORE DETAILS. 

RECESSED FLUORESCENT FIXTURE. 

RECESSED DOWNLIGHT FIXTURE. 

MECHANICAL LEGEND
EQUIPMENT IS SHOWN FOR COORDINATION PURPOSES ONLY.  LAYOUT IS 
NOT EXTENSIVE. REFER TO MECHANICAL DRAWINGS AND SPECIFICATIONS 
FOR MORE DETAILS. 

8'-0"

C1 Indicates ceiling type 
Indicates ceiling height 
from finish floor to underside 
of ceiling finish

CEILING TYPES

C1

C2

CEILING LEGEND

Painted GWB soffit.  

2'x2' suspended acoustical ceiling tiles.  

Suspended acoustical ceiling tiles.  

 RECESSED FLUORESCENT FIXTURE. 

2'x2' suspended acoustical clg tiles for  
humid environment

FABRIC REINFORCED NEOPRENE GUTTER SYSTEM.!
INSTALL CONTINUOUS ALONG (2) PANEL JOINTS.!
EXTEND WEEP TUBES THROUGH CMU TO DIRECT!
WATER TO THE EXTERIOR AT ENDS!
SEE BUILDING SECTION
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