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CONTRACTOR TO VERIFY DIFFERENCE 1
IN EXISTING FLOOR LEVELS TO DETERMINE

NUMBER OF REQUIRED RISERS. CONFIRM

W/ ARCHITECT.

FLOOR PLAN

NOTE: AT AREAS OF REMOVED CMU PARTITIONS, PATCH
AND REPAIR EXISTING CONCRETE SLAB AS REQUIRED IN

PREPARATION FOR INSTALLATION OF NEW FINISH FLOORING
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DEMOLITION PLAN

SCALE: 1/4" =1'-0"

“l<— 5/8" Painted Mold
» Resistant GWB ea. side.

3 5/8" metal studs
at 16" o.c.

Leave +/- 1/2" gap between
floor and GWB and apply
acoustical sealant.

Base as scheduled \ ::g;-

/Base as scheduled

e —

3 Typical Interior Partition
As Shown.

4 SAME AS TYPE 3 EXCEPT NO ACOUSTIC BATTS
As Shown.

QZA

DEMOLITION KEY NOTES

1 REMOVE ALL WOOD STUD AND CMU PARTITIONS,
FLOORING, CEILING GRID, TILE, INSULATION, WIRING,
PIPING, FIN TUBE HEAT, LIGHTING COMPLETE BACK TO
ENCLOSING CMU WALLS. REPAIR SLABS AT LOCATIONS OF
REMOVED CMU TO PREPARE FOR INSTALLATION OF NEW
FINISH FLOORING.

2 | REMOVE PORTION OF CMU WALL IN PREPARATION
FOR INSTALLATION OF NEW DOOR AND FRAME

3 | REMOVE EXISTING FLOORING AND CEILING COMPLETE

4 | REMOVE EXISTING OVERHEAD DOOR, RAILS, AND
OVERHEAD TRACK COMPLETE.

5| REMOVE EXISTING PLUMBING FIXTURES AND
ASSOCIATED PIPING. SEE MECHANICAL AND PLUMBING
DRAWINGS FOR ADDITIONAL INFORMATION ABOUT
REMOVALS.

6 | REMOVE EXISTING EXHAUST FAN AND ASSOCIATED
WIRING. SEE MECHANICAL DRAWINGS FOR ADDITIONAL
INFORMATION.

7 | SEE ELECTRICAL DRAWINGS FOR EXTENT OF REMOVALS
RELOCATIONS AT ELECTRICAL CLOSET.

8 | REMOVE DOOR. FRAME TO REMAIN.

9 REMOVE EXISTING CHAIN LINK FENCING AND PATCH
POST HOLES IN PAVEMENT.

REMOVE EXISTING CERAMIC TILE FLOORING &

10 PREP SLAB FOR NEW SCHEDULED FLOORING

11| REMOVE EXISTING DOOR. FRAME TO REMAIN.

REMOVE EXISTING BOILER AND FLUE

12

PROVIDE SLIP TRACK TO ALLOW
FOR 1" MIN. MOVEMENT IN PC
CONCRETE TEES - TYPICAL

{}

Concrete
plank above

3 5/8" Mtl studs
@ 16" O.C.

5/8" Painted Mold
Resistant Gypsum
Wall Board

U

=

Unfaced fiberglass — |
insulation with 6 mil
poly vapor barrier (tape
all joints)

New 8" CMU — |i:]

See finish sched.
for base type
and floor finish

Hold GWB up 1/2"
above slab.

1 New CMU Partition w/ GWB Finish - 2 HOUR RATED
As Shown

SAME AS TYPE 1 EXCEPT CMU IS EXISTING

SAME AS TYPE 2 EXCEPT DELETE INSULATION

Concrete
deck above \

&

PROVIDE SLIP TRACK
TO ALLOW FOR 1" MIN.
MOVEMENT IN PC
CONCRETE TEES -
TYPICAL

——

““l<—— 5/8" Painted Mold
Resistant GWB

- 2 1/2" metal studs
at 16" o.c.

Z:f / Base as scheduled

5 Typical Interior Partition
As Shown
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