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TOWING DIMENSIONS
Overall length (including hitch 28 ft. 7 in. (8.72m)

Stage length 24 ft. (7.32m)
Stage width 8 ft. 5.5 in. (2.58m)
Overall height 9 ft. 5.5 in. (2.88m)

PERFORMANCE DIMENSIONS
Stage floor 24 ft. X 16 ft. (7.3m x 4.9m)
Stage height (from ground) 44 in. (1.1m)

MAXIMUM FRONT CANOPY
Height from floor 12 ft. 6 in. (3.8m)

MAXIMUM REAR CANOPY

Height from floor 9 ft. 6in. (2.9m)
WEIGHT

Gross vehicle weight 4,240 Ibs. (1923.2kq)
Hitch tongue load (empty) 350 Ibs. (158.8kg)

ALLOWABLE LOADS
Stage floor load 100 psf (15.2 kgf/m2)

TENT TOP LOADING

Single side loaded 1640 Ibs. (743.9kg)
Both sides loaded 2800 Ibs. (1270kg)
WIND SPEED

Maximum wind speed 50-60 mph (80-96 kph)

Maximum uplift on roof 13 psf (63.5kgf/m2)



Tents:
Almost all of our tents are

Eureka Evolution tents

Fire Cert from Sidewall, tent end and tent mid attached.

Installer:

Production Services of Maine
Robbie Snow

207-358-9327
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