
C ertificate o f F ab ric F lam e R esistan ce

International E-Z U P , Inc. w arrants that fabrics used on our E-Z U P Brand


S helters I C anopies and accessory item s that display a sew n-on Fire R esistance

label have been certified by the m anufacturer or its supplier as having been


m ade of a flam e resistant m aterial so that:


The fabric has been independently tested and show n to m eet or exceed the


m inim um  requirem ents of the follow ing fire resistance standards:

· C P A I-84 S pecification for w all and top m aterial

· C alifornia S tate Fire M arshal, Title 19, S ubchapter 1, A rticle 4 section

332 (a) (2) w hich states that the fabrics com plying w ith C P A I-84

specification are approved by the State Fire M arshal.

· N FP A -701 Standard M ethods of Fire Tests for Flam e P ropagation of

Textiles and Film s

· C A N /U LC -S 109 N ational Standard of C anada, Flam e Tests of Flam e-

R esistant Fabrics and Film s

C opies of an independent test laboratory's certification to the above standards

are on file at:


International E-Z U P, Inc. 1900 Second S treet, N orco, C alifornia 92860. C opies

are available by calling 1-951-279-0999 and speaking w ith a custom er service

representative.


C C o p y rig h t 2010 In te rn a tio n a l E -Z  U P, In c . A ll rig h ts re se rve d .


08/03/15



lV IA G !LL LA B O R A TO R IES, IN C .

458 W ild A m m onoosuc Road


Bath, N ew  H am pshire 03740


Tel (603) 747-4111 Fax (603) 747-4112

w w w .m agilllaboratories.com

- - - - - - - - - - - - - - - - - - - - - - - - - - L A B O R ~  TO R Y  R E P O R T

O L L  18030

D ate: 

M ay21, 2009 

Test Report # 0904 78


IN T E R N A T IO N A LE -Z  U P, IN C .

160 I Iow a A  venue


Riverside, CA  92507


A ttention:


Subject:


Identification:


Testing Com pleted:


B en L iang Shippers # 22658


O ne ( 1) sam ple of m aterial tested for w ater resistance, colorfastness to light,

thread count, denier, tensile tear, total w eight, total thickness,

CP A I 84 Section 6 flam e test (initial, after leaching and after w eathering).

050509 W hite fabric

M ay 21,2009

08/03/15

http://www.magilllaboratories.com


1VIAGILL l.JABO RATO RIES, INC.


Test R eport# 090478

TESTS, UNIT O F M EASURE


T hickness, inches

(M icroscope)

Total T hickness

Flam e R esistance

(C PA I-84 Section 6)


A fter Flam e, seconds

A verage:


Initial 0.0

0.0


0.0


0.0


A verage: 0.0

A fter 72 hours leaching

(Para 4.1.3) 0.0

0.0

0.0


0.0


A verage: 0.0

A fter W eathering

(Para. 4.2.2.1 - C arbonarc) 0.0

0.0

0.0


0.0


A verage: 0.0

D am aged L ength, m m 


Initial 

111


104


110


89


A verage: 

104

RESULTS


0.0102


0.0103


0.0103


0.0105


0.0105

0.0104

Fill 

0.0


0.0


0.0


0.0


0.0


0.0


0.0


0.0


0.0


0.0


0.0


0.0


0.0


0.0


0.0


101


104


87


105


99


M ay 21,2009


REQ UIREM ENTS


4.0 M ax. Ind.


2.0 M ax. A vg.


4.0 M ax. Ind.


2.0 M ax. Avg .


4.0 M ax. Ind.


2.0 M ax. A vg.


255 M ax. Ind.


165 M ax. A vg.


08/03/15



M A G IL L  L A B O R A T O R IE S, IN C .


Test R eport # 0904 78 

M ay 2I, 2009


T E ST S, U N IT O F M E A SU R E  

R ESU LTS 

R EQ U IR EM E N TS

Flam e R esistance W arp 

Fill

(C P A I-84 Section 6)


D am aged L ength, m m 


A fter 72 hours leaching

(Para 4.1.3) 

92 

75


89 88


90 78


89 8I


255 M ax. lnd.


A verage:

90 81 165 M ax. A vg.


A fter W eathering

(Para 4.2.2.1 -C arbo narc) 

108 115


1I4 

88


90 II6


99 93


255 M ax. Ind.


A verage: 103 

103 

165 M ax. A vg.


The sam ple tested above m eets the requirem ents outlined in Section 3.2 of C PA I-84.

certify that the above tests w ere perform ed under m y supervision in accordance w ith the specification test

requirem ents and that the reported test results are true, valid and applicable to the sam ples tested. I further cettify that

these sam ples are the only sam ples tested from  the lot of com ponents identified above.


Signed !P i'- ~ . ~  x ' R
A/41/.


~ - : - M ~ i 
l ~ 
t ·

President

08/03/15


