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EXISTING SPLIT FACE 4" CMU


VENEER TO BE REMOVED TO


FACILITATE STRUCTURAL


REINFORCEMENT WORK AND


NEW SPLIT FACE BLOCK


RE-INSTALLED - TYPICAL AT


GROUND FLOOR LEVEL


EXIST'G CMU


BACK UP WALL


INSTALL CONTINUOUS LIQUID


APPLIED AIR & WATER BARRIER


MEMBRANE OVER EXIST'G CMU


LINE OF REMOVED 4" CMU VENEER


EXIST'G WOOD ROOF


FRAMING & BLOCKING


2 1/2" DEEP GALVANIZED 'Z' GIRTS


'C' MOLD PANEL CLOSURE TRIM & INSIDE


CLOSURE STRIP SET IN SEALANT


EXIST'G METAL ROOF FASCIA TRIM


& METAL ROOFING TO REMAIN


METAL PANEL SIDING W/ CONCEALED


FASTENERS.


SEALANT


CUSTOM BRAKE METAL CLOSURE TRIM.


SLIDE UP UNDER EXIST'G ROOF TRIM &


FASTEN TO EXIST'G BLOCKING AND CMU


3 
TYPICAL DETAIL AT EXISTING METAL ROOF EDGE

3"=1 '-0"


7/8"  GALVANIZED FURRING CHANNELS


2 
TYPICAL DETAIL AT OUTSIDE CORNER

3"=1 '-0"


3
 1

/2
"


3 1/2"


OUTSIDE CORNER TRIM


FIELD BEND PANEL FOR COMPRESSION FIT


IN CORNER TRIM POCKET


POP RIVET 

SUPPORT 'ZEE'


WALL PANEL


INSTALL CONTINUOUS LIQUID


APPLIED AIR & WATER BARRIER


MEMBRANE OVER EXIST'G CMU


EXIST'G CMU


BACK UP WALL


2 1/2" DEEP GALVANIZED 'Z' GIRTS


7/8"  GALVANIZED FURRING CHANNELS


1 
TYPICAL TRIM DETAIL AT EXIST'G SPANDREL PANELS

3"=1 '-0"


LINE OF REMOVED


4" CMU VENEER


4 
METAL SIDING FLASHING DETAIL AT EXIST'G EPDM ROOF

3"=1 '-0" 

5 
METAL SIDING FLASHING DETAIL AT EXIST'G METAL ROOF

3"=1 '-0"


6 
CAP TRIM DETAIL AT EXIST'G SPANDREL PANELS

3"=1 '-0" 

7 
METAL SIDING TO EXIST'G METAL SIDING TRIM DETAIL

3"=1 '-0" 

8 
3"=1 '-0"


11
METAL SIDING TO EXIST'G CMU TRIM DETAIL

3"=1 '-0"


10
METAL SIDING TO EXIST'G METAL CEILING TRIM DETAIL

3"=1 '-0" 

12 
EXAUST VENT TRIM DETAIL

3"=1 '-0"


EXIST'G CMU


BACK UP WALL


INSTALL CONTINUOUS LIQUID


APPLIED AIR & WATER BARRIER


MEMBRANE OVER EXIST'G CMU


WALL PANEL 

2 1/2" DEEP GALVANIZED 'Z'


GIRTS 

7/8"  GALVANIZED FURRING


CHANNELS


BRAKE METAL 'C'


CLOSURE TRIM


EXIST'G


SPANDREL


PANEL


2
"


2" 

EXIST'G CMU


BACK UP WALL


INSTALL CONTINUOUS


LIQUID APPLIED AIR &


WATER BARRIER


MEMBRANE OVER


EXIST'G CMU


WALL PANEL


2 1/2" DEEP GALVANIZED


7/8"  GALVANIZED


FURRING CHANNELS 

BRAKE METAL


CORNER TRIM


SEALANT 

EXISTING METAL STUD


WALL W/ PLYWOOD SHEATHING


& STANDING SEAM METAL SIDING


EA. SIDE TO REMAIN


LINE OF REMOVED


4" CMU VENEER


PROTECT AND SAVE OR


REPLACE END MTL. STUD


WHEN REMOVING CMU


COVER TRIM - ATTACH


W/ CONCEALED RETAINER


CLIP ON ONE EDGE. POP


RIVET OPPOSITE EDGE AS


SHOWN


3
 1

/2
"


WALL PANEL


(PROFILE TO MATCH


EXIST'G ADJACENT)


7/8"  GALVANIZED


FURRING CHANNELS


EXIST'G CMU


BACK UP WALL


EXTEND LIQUID APPLIED AIR & WATER


BARRIER MEMBRANE DOWN OVER BLK'G


2


2


EXIST'G 3" WOOD


DECK SUPPORTED


ON STEEL BEAMS


POCKETED INTO


CMU TO REMAIN


P.T. BLOCKING


AS REQUIRED-

TAPER TOP FACE TO


ALLOW FLASHING


TO SLOPE


METAL COUNTER FLASHING-EXTEND


BEHIND VERTICAL 'Z' GIRTS AND UP 6"


ON FACE OF CMU. SEAL EDGE TO AIR


& WATER BARRIER MEMBRANE.


CUT FLASHING AROUND STANDING


SEAMS & APPLY CONTINUOUS


SEALANT


SELF ADHERING


MEMBRANE FLASHING-

LAP ONTO METAL


ROOFING PANS & EXTEND


UP OVER BLOCKING


UNDER METAL COUNTER


FLASHING.


7/8"  GALVANIZED FURRING CHANNELS


METAL PANEL SIDING W/ CONCEALED


FASTENERS.


2 1/2" DEEP GALVANIZED 'Z' GIRTS 

LINE OF REMOVED 4" CMU VENEER


METAL SIDING &


SUB FRAMING SAME


AS ABOVE W/


CLOSURE TRIM TO


UNDERSIDE OF


EXIST'G WOOD


DECK BETWEEN


BEAMS. (SIDING


PROFILE TO


MATCH ADJACENT


EXIST'G SIDING).


EXIST'G 12" CMU


BACK UP WALL


EXIST'G GARAGE


SPANDREL PANEL 

2"

EXIST'G 8" CMU


BACK UP WALL 

LINE OF REMOVED 4" CMU VENEER


METAL PANEL SIDING W/ CONCEALED


FASTENERS.


7/8"  GALVANIZED FURRING


CHANNELS


METAL TERMINATION TRIM


METAL TERMINATION TRIM


PT BLOCKING AS


REQUIRED.


INSTALL CONTINUOUS LIQUID APPLIED AIR &


WATER BARRIER MEMBRANE OVER EXIST'G CMU


BACKER ROD AND


URETHANE SEALNT


METAL COUNTER FLASHING-EXTEND BEHIND


VERTICAL 'Z' GIRTS AND UP 6" ON FACE OF CMU.


SEAL EDGE TO AIR & WATER BARRIER MEMBRANE.


FLASHING SET IN SEALANT IN SAW


CUT REGLET. FORM FREE MOVING INTERLOCK


JOINT WITH COUNTER FLASHING AS SHOWN


2
"


3 1/2"


2"


EXIST'G CMU


BACK UP WALL


INSTALL CONTINUOUS LIQUID


APPLIED AIR & WATER BARRIER


MEMBRANE OVER EXIST'G CMU


WALL PANEL


2 1/2" DEEP GALVANIZED 'Z'


GIRTS


7/8"  GALVANIZED FURRING


CHANNELS 

BRAKE METAL EXPANSION


JOINT TRIM. DO NOT ATTACH


TO SIDING PANEL


EXIST'G


SPANDREL


PANEL


TRIM DETAIL AT EXIST'G SPANDREL PANELS


9 
3"=1 '-0"


DOOR HEAD DETAIL (JAMB SIMILAR) 

LINE OF REMOVED 4" CMU VENEER 

EXIST'G HM DOOR FRAME AND


DOOR TO REMAIN. PREP. AND REPAINT. 

BRAKE METAL TRIM 

CLOSURE TRIM-EXTEND


BEHIND VERTICAL 'Z' GIRTS AND UP 6"


ON FACE OF CMU. SEAL EDGE TO AIR


& WATER BARRIER MEMBRANE. INTERLOCK


OUTER END WITH PANEL TERMINATION TRIM


AS SHOWN


WALL PANEL


2 1/2" DEEP GALVANIZED 'Z'


GIRTS


7/8"  GALVANIZED FURRING


CHANNELS


LINE OF REMOVED 4" CMU VENEER


SUPPORT 'Z'


POP RIVET TO PANEL 

3/16" DIA. WEEP HOLES AT 12" O.C.


SUPPORT 'Z'


EXIST'G CMU


BACK UP WALL


SEE STRUCTURAL FOR


LINTEL WORK


2 1/2" DEEP GALVANIZED 'Z'


GIRTS. 

7/8"  GALVANIZED FURRING


CHANNELS.


LINE OF REMOVED 4" CMU VENEER


EXIST'G CMU


BACK UP WALL


NEW 4"


CMU VENEER


TO MATCH


EXIST'G


INSTALL CONTINUOUS LIQUID


APPLIED AIR & WATER BARRIER


MEMBRANE OVER EXIST'G CMU


CLOSURE 'Z'


WALL PANEL-MATCH PROFILE OF


EXIST'G ADJACENT


2 1/2" DEEP GALVANIZED 'Z'


GIRTS


7/8"  GALVANIZED FURRING


CHANNELS


LINE OF REMOVED 4" CMU VENEER


EXIST'G CMU


BACK UP WALL


CLOSURE 'Z' 

EXISTING METAL SOFFIT


CEILING SYSTEM & FRAMING


TO REMAIN. REMOVE AND REINSTALL


AS REQUIRED TO COMPLETE CMU REMOVAL


& STRUCTURAL REPAIRS.


WALL PANEL-MATCH PROFILE OF


EXIST'G ADJACENT 

INSTALL CONTINUOUS LIQUID


APPLIED AIR & WATER BARRIER


MEMBRANE OVER EXIST'G CMU


LINE OF REMOVED 4" CMU VENEER


2 1/2" DEEP GALVANIZED 'Z' GIRTS


'C' MOLD PANEL CLOSURE TRIM & INSIDE


CLOSURE STRIP SET IN SEALANT


EXIST'G METAL ROOF FASCIA TRIM


& METAL ROOFING TO REMAIN


METAL PANEL SIDING W/ CONCEALED


FASTENERS.


CUSTOM BRAKE METAL CLOSURE TRIM.


SLIDE UP UNDER EXIST'G ROOF TRIM &


FASTEN TO EXIST'G BLOCKING AND CMU


7/8"  GALVANIZED FURRING CHANNELS


EXIST'G CMU


BACK UP WALL


EXIST'G CMU


BACK UP WALL


METAL  FLASHING - EXTEND DN OVER


LOUVER FLANGE & UP BEHIND VERTICAL


 'Z' GIRTS  6" ON FACE OF CMU. SEAL EDGE


TO AIR & WATER BARRIER MEMBRANE


2 

2 

SEALANT


LOUVER W/ FLANGED FRAME


10


10 

2
"


METAL  FLASHING-EXTEND


UP & BEHIND LOUVER FLANGE.


ATTACH TO SIDING W/ CONCEALED


RETAINER CLIP


PT BLOCKING


2 1/2" DEEP


GALVANIZED 'Z'


GIRTS


PROVIDE INTERIOR BIRD/INSECT SCREEN


& RAIN PAN 

SUPPORT 'Z'


LINE OF REMOVED


4" CMU VENEER


METAL CAP FLASHING-EXTEND


BEHIND VERTICAL 'Z' GIRTS AND UP 6"


ON FACE OF CMU. SEAL EDGE TO AIR


& WATER BARRIER MEMBRANE.


METAL CAP FLASHING-EXTEND


BEHIND VERTICAL 'Z' GIRTS AND UP 6"


ON FACE OF CMU. SEAL EDGE TO AIR


& WATER BARRIER MEMBRANE. 

P ITCH


EXIST'G CMU


BACK UP WALL 

INSTALL CONTINUOUS LIQUID


APPLIED AIR & WATER BARRIER


MEMBRANE OVER EXIST'G CMU


LINE OF REMOVED 4" CMU VENEER


2 1/2" DEEP GALVANIZED 'Z' GIRTS


METAL PANEL SIDING W/ CONCEALED


FASTENERS.


7/8"  GALVANIZED FURRING


CHANNELS


EXISTING METAL SOFFIT


CEILING SYSTEM & FRAMING


TO REMAIN. REMOVE AND REINSTALL


AS REQUIRED TO COMPLETE CMU REMOVAL/


REPLACEMENT & STRUCTURAL REPAIRS.


EXIST'G REINF.


CONCRETE BEAM


(ASSUMED)


EXISTING METAL DECK/


INSUL. BLOCKING, & ROOFING


METAL COUNTER FLASHING-EXTEND


BEHIND VERTICAL 'Z' GIRTS AND UP 6"


ON FACE OF CMU. SEAL EDGE TO AIR


& WATER BARRIER MEMBRANE


2
2 2 

EXTEND LIQUID


APPLIED AIR &


WATER BARRIER


MEMBRANE DOWN


OVER BLK'G


PT BLOCKING


ANCHORED TO CMU W/


1/2" DIA. THRD. ROD @


24" O.C. PER STRUCT.


METAL TERMINATION TRIM


 EPDM  FLASHING -

ADHERE TO EXISTING


EPDM AND  PROVIDE LAP


SPLICE AND SEALANT


IN ACCORDANCE WITH


EPDM MANUFACTUER'S


APPROVED DETAIL.


VERTICAL EPDM  FLASHING


EXTEND INTO R.O. AND TERMINATE


W/ EPDM MANUFACTURER'S APPROVED


TERMINATION DETAIL


EXISTING STEEL BEAM


EXIST'G


STEEL


JOIST


NEW STEEL DECK SUPPORT


PER STRUCT


PT BLOCKING W/


TAPERED TOP AS


REQUIRED.


01/13/16


